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USE WITH 2006 STANDARDS.

Use where existing hinge tiedowns are to be removed.

Plans must show the tension force in the existing hinge tiedown.

EXISTING HINGE TIEDOWNS

Existing hinge tiedowns at bridges shall be removed in conformance with the provisions in Section 15‑4, "Bridge Removal," of the Standard Specifications and these special provisions.
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The existing hinge tiedowns are located at:

	BRIDGE NAME OR NUMBER
	HINGE IN SPAN NO.
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Existing hinge tiedowns at bridges shall remain fully tensioned while constructing the supported span in the adjoining frame.  All the concrete at the hinge, except concrete above the bridge deck, shall be in place for a period of at least 10 days before detensioning tiedowns.
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The hinge tiedowns shall be gradually detensioned and removed before releasing superstructure falsework in the supported span.
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Detensioning of each tiedown shall be in increments such that not more than one‑half of the total tension force at the tiedown is released before releasing an equal force at the adjacent tiedowns.  At no time during detensioning operations shall more than one‑sixth of the tension force for the entire hinge be applied eccentrically about the centerline of the structure.  Wires, strands, or bars shall be detensioned before cutting them or their anchorages.
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Blockouts and recesses for the tiedowns in the existing bridge shall be filled with concrete and finished to match the surrounding surfaces.  Embedded fasteners and metal parts shall be removed in conformance with the provisions for form bolts in Section 51‑1.18A, "Ordinary Surface Finish," of the Standard Specifications.  Buried portions of tiedowns and anchorages shall be removed to a depth of 3 feet below finished grade, except that the limits for removal shall be as specified for embedded fasteners and metal parts when the tiedowns or anchorages are attached to bridge footings or other buried structures shown on the plans.
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Full compensation for removing hinge tiedowns and anchorages and for repairing concrete surfaces shall be considered as included in the contract price paid per cubic yard for structural concrete, bridge and no separate payment will be made therefor.

