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USE WITH 2006 STANDARDS.

10-1.__  CONCRETE LAGGING

Concrete lagging for soldier pile retaining walls shall conform to the provisions in Section 51, "Concrete Structures," of the Standard Specifications and these special provisions.

2.  Use if wall is in Climate Area III per MTD 8-2.  Add S8-C05.

Concrete used in precast lagging for soldier pile retaining walls shall contain at least 675 pounds of cementitious material per cubic yard.

3

If concrete lagging for soldier pile retaining wall is steam cured, supports for reinforcement shall be stainless steel containing at least 16 percent chromium.

4

Precast lagging members for soldier pile retaining wall are to be placed level.

5

Each lagging member shall be continuous over 2 piles and shall cantilever a minimum of 6 inches beyond pile centerlines.  Continuity over 3 piles will not be permitted.

6

The reinforced concrete leveling course for soldier pile retaining walls will be measured and paid for as concrete lagging.

7

Concrete lagging for soldier pile retaining walls will be measured and paid for by the square foot based on gross wall area measurements without deduction for spacing between lagging or openings for drainage piping.

8

The contract price paid per square foot for concrete lagging shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals and for doing all the work involved in furnishing and erecting precast concrete lagging for the soldier pile retaining wall, complete in place, including reinforcement, felt spacers, and expansion joint material, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

