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USE WITH 2006 STANDARDS.

Use when deck bleeders are shown on the plans to be placed in existing structures.  

10‑1.__  INSTALL DECK BLEEDER

Deck bleeder drains, consisting of plastic pipe installed in holes drilled through reinforced concrete bridge deck slabs and covered with wire cloth, shall conform to the details shown on the plans and the requirements in these special provisions.

2.  Use when the deck will also be sealed on the same contract.

The bleeder holes shall be drilled, and the plastic pipe installed, before placing the deck seal.  The wire cloth covers shall be placed after placing the deck seal and before placing the asphalt concrete.

3

The number of bleeders required at each bridge, and their approximate distance from railing and curbs, shall be as shown on the plans.  The exact location of each bleeder shall be as directed by the Engineer.

4

Bleeder holes shall be drilled and 2 inches in diameter.  Drilling shall be performed by diamond core drills, and shall result in accurately drilled holes without spalling of concrete at the edges of the holes.

5

Plastic pipe shall be NPS 1 1/2 polyvinyl chloride (PVC) plastic pipe, conforming to the requirements of ASTM Designation:  D 1785, Schedule 40.

6

The outside surface of the plastic pipe shall be firmly secured to the surface of the hole by an epoxy adhesive conforming to the provisions for any of the types of epoxy listed in Section 95, "Epoxy," of the Standard Specifications.  Before installation, the outside surface of the pipe shall be scored with a file or other sharp tool.  The adhesive shall be spread on both the surface of the pipe and the hole before inserting the pipe into the hole.  The adhesive shall completely fill the space between the pipe and the surface of the hole.

7

The pipe shall be installed so that the top of the pipe is approximately 1/4 inch below the concrete deck surface.

8

The galvanized wire cloth shall be 1/4 inch mesh, 0.047 inch diameter wire.  The wire cloth shall be centered above the hole and secured, by methods acceptable to the Engineer, to prevent displacement during placing of the asphalt concrete.

9

The installing of deck bleeders will be paid for as units determined from actual count in place.

10

The contract unit price paid for install bleeder shall include full compensation for furnishing all labor, materials (including plastic pipe, adhesive, and wire cloth), tools, equipment, and incidentals, and for doing all the work involved in installing deck bleeders, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

