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USE WITH 2006 STANDARDS.

USE FOR SLOPE PAVING-EXPOSED AGGREGATE.

10-1.__  SLOPE PAVING

Slopes under the bridge ends where shown on the plans shall be paved in conformance with the provisions in Section 72‑6, "Slope Paving," of the Standard Specifications and these special provisions.

2*.  Edit to suit.

Areas of slope paving shown on the plans to have an exposed aggregate finish shall be constructed and finished in conformance with the following requirements.

A.
Slope paving shall match the slope paving on the existing _______________ located at _____________ of this project.

B.
Coarse aggregate shall conform to the provisions for one inch x No. 4 primary size coarse aggregate in Section 90‑3.02, "Coarse Aggregate Grading," of the Standard Specifications.

C.
Shotcrete shall not be used for the construction of exposed aggregate concrete.

D.
Coarse aggregates shall be exposed to a depth of approximately 3/16 inch to 3/8 inch.  Exposed aggregate surfaces shall be uniform in appearance.

E.
At the option of the Contractor, a concrete set retarder may be applied to the surface of the concrete after placing, consolidating, and finishing of the concrete has been completed.  The concrete set retarder shall be commercial quality, manufactured specifically for use on the top surface of concrete and shall be applied in accordance with the manufacturer's recommendations.  The retarder shall effectively retard the setting time of the cement and fine aggregate matrix deep enough and long enough to permit exposing the aggregates.

F.
Care shall be taken in placing and consolidating the concrete such that the coarse aggregate remains uniformly distributed throughout the concrete.

G.
When the mass of the concrete has set sufficiently to permit removing the matrix of cement and fine aggregate, the coarse aggregate shall be exposed with a water spray, coarse brooming, abrasive blasting, or a combination of these procedures.  Removal methods shall not dislodge or loosen the coarse aggregate from embedment in the cement mortar.

H.
Immediately after the cement mortar has hardened sufficiently to resist further removal, all cement film and other loose material shall be cleaned from the exposed aggregate and all other surfaces with stiff brooms and water.

I.
Except when operations for exposing the aggregate are underway, concrete shall be cured by the water method or with curing compound (F) in conformance with the provisions in Section 90‑7.01B, "Curing Compound Method," of the Standard Specifications.  Areas of concrete where curing compounds are removed during the cure period shall be kept continuously wet until the end of the cure period or until the curing compound is replaced.

