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USE WITH 2006 STANDARDS.

Use this SSP when requested by District.

Fire Plan MUST be used in conformance with the applicable Forest Service Permit.

5‑1.__  FIRE PLAN

The Contractor shall cooperate with local fire prevention authorities in eliminating hazardous fire conditions and shall implement the following fire plan under the direction of the Engineer:

1.
The Contractor shall be responsible for:

1.1.
Obtaining the phone numbers of the nearest fire suppression agency, California Department of Forestry and Fire Protection (Cal Fire) Unit Headquarters, United States Forest Service (USFS) Ranger District office, and U.S Department of Interior (USDI) Bureau of Land Management (BLM) Field Office and providing these phone numbers to the Engineer before any work begins.

1.2.
Immediately reporting to the nearest fire suppression agency fires occurring within the limits of the project.

1.3.
Preventing project personnel from setting open fires not part of the work, unless the Fire Danger Rating is at "Low," or the determination of the Fire Danger Rating is suspended or, if in an area not covered by the Fire Danger Rating, the Engineer determines that the fire hazard is negligible.

1.4.
Preventing the escape of fires caused directly or indirectly as a result of project operations and extinguishing these fires.

2.
Except for motor trucks, truck tractors, buses and passenger vehicles, the Contractor shall equip all hydro‑carbon fueled engines, both stationary and mobile, including motorcycles, with spark arresters that meet USFS Standards as specified in the Forest Service Spark Arrester Guide and shall maintain the spark arresters in good operating condition.  Spark arresters are not required by the Cal Fire, BLM, or the USFS on equipment powered by properly maintained exhaust‑driven turbo‑charged engines or when equipped with scrubbers with properly maintained water levels.  The Forest Service Spark Arrester Guide is available at the District Offices.

3.
Toilets shall have a metal ashtray, at least 6 inches in diameter by 8 inches deep, half‑filled with sand and within easy reach of anyone utilizing the facility.

4.
Equipment service areas, parking areas and gas and oil storage areas shall be located so that there is no flammable material within a radius of at least 50 feet of these areas.  Small mobile or stationary engine sites shall be cleared of flammable material for a radius of at least 15 feet from the engine.

Edit as required if no contract item for clearing and grubbing.  Include funds in the Engineer's Estimate under Supplemental Work for fire breaks ordered by the Engineer.

5.
The areas to be cleared and grubbed shall be cleared, and kept clear of, flammable material such as dry grass, weeds, brush, downed trees, oily rags and waste, paper, cartons, and plastic waste.  Before clearing and grubbing, the Contractor shall clear a fire break at the outer limits of the areas to be cleared and grubbed.  Other fire breaks may be ordered by the Engineer and will be paid for as extra work as provided in Section 4‑1.03D of the Standard Specifications.

1F.  Use in open country - vacant lots - etc.

6.
The Contractor shall furnish:

6.1.
One shovel and one fully charged fire extinguisher UL rated at 4 B:C or more on each truck, personnel vehicle, tractor, grader, or other heavy equipment.

6.2.
One shovel and one back‑pack 5‑gallon water‑filled tank with pump for each welder.

6.3.
One shovel or one chemical pressurized fire extinguisher, fully charged, for each gasoline‑powered tool, including but not limited to chain saws, soil augers, rock drills, etc.  The required fire tools shall, at no time, be farther than 25 feet from the point of operation of the power tool.  Fire extinguishers shall be of the type and size required by the California Public Resource Code, Section 4431, and the California Administrative Code, Title 14, Section 1234.

6.4.
Shovels shall be size "O" or larger and shall be not less than 46 inches in length.

Use for small projects in high hazard areas and delete item 7.4.

7.
The Contractor shall furnish a pickup truck and driver that will be available for fire control during working hours and as specified herein.

Use for large projects in high hazard areas and delete item 7.3.

7.
The Contractor shall furnish a pickup truck and driver for the sole purpose of fire control during working hours and as specified herein.

7.1.
The truck shall be equipped with 10 shovels, 5 axes, 2 back-pack 5‑gallon water-filled tanks with pumps, or other fire tools substituted on a one to one basis at the option of the Contractor and approved by the Engineer.

7.2.
The truck shall be equipped with a 100‑gallon tank of water with a gasoline motor powered pump and 100 feet of 3/4‑inch hose on a reel.

Use for small projects and delete item 7.4.

7.3.
In addition to being available at the site of the work, the truck and operator shall patrol the area of construction for not less than one-half hour after the shutdown of the work.

Use for large projects and delete item 7.3.

7.4.
In addition to being available at the site of the work, the truck and operator shall patrol the area of construction from noon until one-half hour after shutdown of the work.  If the Fire Danger Rating is "Very High" or "Extreme," truck and operator shall patrol the area of construction while work is being done and for at least one-half hour after shutdown of work.
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The Contractor shall obtain daily the Adjective Fire Danger Rating for the project area from the nearest Cal Fire Unit Headquarters, USFS Ranger District office, or BLM Field Office.  Cal Fire, USFS, and BLM have established a standard adjective description for 5 levels of fire danger for use in public information releases and fire protection signing:

	Adjective Fire Danger Rating

	Rating
	Color Code

	Low
	Green

	Moderate
	Blue

	High
	Yellow

	Very High
	Orange

	Extreme
	Red
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Arrangements have been made with Cal Fire, USFS, and BLM to notify the Department of Transportation when the Fire Danger Rating is "Very High" or "Extreme."  This information will be furnished to the Engineer who will notify the Contractor for dissemination and action in the area affected.  If there is discrepancy between this notice and the Fire Danger Rating obtained from the nearest office of either Cal Fire or USFS, the Contractor shall conduct operations according to the higher of the two Fire Danger Ratings.
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If the Fire Danger Rating reaches "Very High," the following conditions will prevail:

1.
Falling of dead trees or snags shall be discontinued.

2.
No open burning will be permitted; fires shall be extinguished.

3.
Welding shall discontinued except in an enclosed building or within an area cleared of flammable material for a radius of 15 feet.

4.
Blasting shall be discontinued.

5.
Smoking will be permitted only in automobiles and cabs of trucks equipped with an ashtray or in cleared areas immediately surrounded by a fire break, unless prohibited by other authority.

6.
Vehicular travel will be restricted to cleared areas except in case of emergency.
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If the Fire Danger Rating reaches "Extreme," the following precautions shall be taken in addition to the conditions specified above:

1.
Work of a nature which could start a fire shall require that properly equipped fire guards be assigned to such operation for the duration of the work.

2.
Smoking will be permitted only in automobiles and truck cabs equipped with an ashtray, unless prohibited by other authority.
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If the project is shut down or partially shut down on account of hazardous fire conditions, working days during such period will be determined in the same manner as provided in Section 8‑1.06, "Time of Completion," of the Standard Specifications for inclement weather.
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If field and weather conditions become such that the determination of the Fire Danger Rating is suspended, these provisions will not be enforced for the period of the suspension of the determination of the Fire Danger Rating.  The Engineer will notify the Contractor of the dates of the suspension and resumption of the determination of the Fire Danger Rating.
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Full compensation for conforming to the provisions herein shall be considered as included in the prices paid for the various contract items of work and no separate payment will be made therefor.

