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USE WITH 2006 STANDARDS.

Use when conduits or crossovers are to be installed under existing paving.  

Do not use in Section 10‑2. Use this SSP for jacked or drilled welded steel pipe installations.

Plans:

1. Include Standard Plan H9 for Irrigation Crossover Detail.

2. Include Standard Plan A20A for Type A pavement markers.

3. Show conduit symbol on plans along with the size of conduit and the abbreviation WSP.  DO NOT ADD jack or drilled with callout.

4. Include an Irrigation Crossover Table on the plans.  A copy of the Table is available in the Caltrans Master Cell Library (CTCELLIB.cel).  The file name is IRSXCH (irrigation crossover schedule).

5. The heading under CONDUIT in the Irrigation Crossover Table shall be Welded Steel Pipe.

Item Codes: Use any of the following applicable Item Codes:  

208790, ¾" Welded Steel Pipe Conduit

208793, 3" Welded Steel Pipe Conduit

208801, 4" Welded Steel Pipe Conduit

208805, 6" Welded Steel Pipe Conduit 

208808, 8" Welded Steel Pipe Conduit

208809, 10" Welded Steel Pipe Conduit

208812, 12" Welded Steel Pipe Conduit

10‑1.__  IRRIGATION CROSSOVERS

Irrigation crossovers shall conform to the provisions in Section 20‑5, "Irrigation Systems," of the Standard Specifications and these special provisions.
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Conduits shall be installed under existing paving by jacking or drilling methods in conformance with the provisions in Section 20‑5.03B, "Conduit for Irrigation Crossovers," of the Standard Specifications.

