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USE WITH 2006 STANDARDS.

Use when plants, padlocks or reclaimed water warning signs are to be State‑furnished.

Include funds in the Engineer's Estimate for State‑Furnished materials.

1.  Use Paras 1 & 6 when SSP S8‑M10 is NOT used; otherwise delete and add this SSP to SSP S8‑M10.

8‑1.__  STATE‑FURNISHED MATERIALS

Attention is directed to Section 6‑1.02, "State‑Furnished Materials," of the Standard Specifications and these special provisions.

Include Paras 2, 3, 4 & 5 with SSP S8‑M10 when applicable.

2*.  Use when plants are to be State‑Furnished.  Plant identification shall be the same as that shown on the plans.

Plants numbered _______, as shown on the plans, will be available to the Contractor at ___________________.

3.  Use with Para 2 when plants are State‑Furnished, but replacement plants ARE NOT available.

Replacement plants will not be available to the Contractor.  Replacement plants shall be furnished and planted by the Contractor at the Contractor's expense in conformance with the provisions in Section 20‑4.07, "Replacement," of the Standard Specifications.

Use Paras 4 & 5 with Para 2 when State‑Furnished replacement plants ARE available.

4*

Replacement plants will be available to the Contractor at the location and under the same conditions specified for obtaining the original plants.  The Contractor will be charged for replacement plants at the rates set forth below:

	Botanical Name (Common Name)
	Cost Per Plant
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State‑furnished replacement plants, which have not been planted upon completion of the project, shall be returned to the location designated by the Engineer.  The Contractor will be credited for the plants returned provided the plants and containers are in an acceptable condition.  No credit will be allowed for plants returned in a condition unfit for future use.
6.  Use when facilities require State‑Furnished padlocks.  Edit as required.

Padlocks for the backflow preventer assembly enclosures, backflow preventer assembly blankets, booster pump enclosures, walk gates, and irrigation controller enclosure cabinets will be furnished to the Contractor.

7.  Use when State‑Furnished reclaimed water warning signs are required on the project.

Reclaimed water warning decals and aluminum sign plates will be furnished to the Contractor.

