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USE WITH 2006 STANDARDS.

Use when topsoil from within the project limits is required and is to be paid for as roadway excavation.

Insert in Section 10‑1.

Identify topsoil collection and placement areas on the plans.

Do not apply topsoil on slopes that exceed 2:1 (H:V) without mechanical methods to hold the topsoil in place.

10‑1.__  LOCAL TOPSOIL

GENERAL

Summary

This work includes excavating, stockpiling, removing from stockpiles, spreading, and consolidating topsoil.

MATERIAL

2

Comply with Section 20-2.01, "Topsoil," of the Standard Specifications.

3

Local topsoil is topsoil excavated from within the right of way and is considered as selected material per Section 19-2.07 "Selected Material," of the Standard Specifications.

4.  Indicate depth of excavated topsoil if known and identify areas on the plans, otherwise delete Para 4.

The first sentence of the second paragraph of Section 20-2.01, "Topsoil," of the Standard Specifications except does not apply.  Obtain local topsoil by excavating the top ___ inches of soil, including organic material and leaf litter from areas shown on the plans.

CONSTRUCTION

5

Comply with Section 20-3.02, "Preparation," of the Standard Specifications.

6

Spread topsoil to a uniform thickness.

7.  Use to consolidate topsoil.  Delete if trackwalking is not required.

Trackwalk topsoil with tracked equipment run perpendicular to slope contours.  Water may be used to assist this process but must not cause erosion.

