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USE WITH 2006 STANDARDS.

10-1.__  WELDED STEEL PIPE

Welded steel pipe must comply with Section 70-1.02B "Welded Steel Pipe," of the Standard Specifications.

2.  Use if coating and wrapping are not required, and delete Paras 3 thru 8.  Delete if not applicable.

Interior and exterior surface coating and exterior wrapping are not required.

3.  Use if exterior coating is required, but interior coating is not required, and delete Para 2.  Delete if not applicable.

Interior surface coating is not required.

4.  If Para 3 is used, delete "Both the interior and."

Both the interior and exterior surfaces must be coated with a factory applied fusion-bonded epoxy coating under AWWA C213.

5.  Use only with Para 4; otherwise delete.

For internal and external wall coatings, breaks or scuffs in the epoxy coating that are less than 36 square inches in area must be repaired by the application of an epoxy material similar to and compatible with the durability, adhesion and appearance of the original epoxy coating, under Section 4.4.4.1.2 of AWWA C213.  Repair coating must be a minimum thickness of 0.010 inches (10 mils) after drying.  The Department rejects a pipe section if individual breaks exceed 36 square inches in area or if the total area of breaks exceed 0.5 percent of the total surface area of the pipe section.

Paras 6 thru 8:  Use with Paras 4 and 5 if fusion-bonded epoxy exterior coating is exposed to above grade sunlight; otherwise delete.

6

Prime and paint exterior fusion coated wall surface with the following:

	Coatings
	Type
	Standard
	Coating Thickness

	Primer
	Zinc rich
	AASHTO M300
	2.5-3.5 mil DFT

	Finish
	Exterior grade latex satin or flat
	Meeting State VOC requirements and as recommended by the manufacturer of inorganic zinc-rich primer
	2.0-3.0 mil DFT


7

Submit finish paint color options.  The Engineer selects finish color.

8

Before application of primer and paint, clean all surfaces of any contaminants, debris, grease, oil, or any deleterious materials.  Protect surfaces where paint will not be applied.

