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2006 SSPs used with 2006 Standard Plans:

	SSPNo
	Effective Date
	Description
	Update



	S1-020H
	A06-01-11
	Amendments to the May 2006 Standards Specifications
	The following sections are revised:

1.
Sections 5-1.15A, 5-1.145, 5-1.146B. Changed to parallel the 2010 Standards.
2.
Section 7-1.09. Changed to add paragraph from the 2006 standard spec book that was not included in the existing amendment. The paragraph is regarding designing temporary facilities.

3.
Sections 14-2.02, 14-2.03, 14-7, and 14-8. Changed to parallel the 2010 Standards.

	S5-310
	A06-01-11
	Noise Control
	Revised to parallel 2010s. Changed "dBa" to "dBA LMax" and "project limits" to "job site activities."

	S5-740
	A06-01-11
	Aerially Deposited Lead
	Revised to parallel 2010s. Added language to clarify variance requirements.

	07-321
	A06-01-11
	Contractor Supplied Biologist
	Revised to parallel 2010s. Deleted instructions for use when S4-003 is used.

	07-330
	A06-01-11
	Material Containing Aerially Deposited Lead
	Revised to parallel 2010s. Updated lead compliance plan specification

	14-001
	A06-01-11
	Remove Yellow Traffic Stripe and Pavement Marking (Hazardous Waste)
	Revised to parallel 2010s. Added language to include CHP BIT Program requirements

	15-025
	A06-01-11
	Miscellaneous Clauses For Debris Containment and Collection Program 
	Revised to parallel 2010s. Added to include CHP Bit Program, lead compliance plan revisions, and to include grime and debris as part of paint system

	15-141
	C06-01-11
	Abandon Dry Well
	This SSP is obsolete and cancellation is recommended by DES, Office of Structure Quality Management.  Current terminology will be incorporated into an update to SSP 15-140.

	15-521
	A06-01-11
	Cleaning, Inspecting and Preparing Host pipe
	Minor Revision. Updated the pay clause to match the new bid item 155211 CLEANING, INSPECTING, AND PREPARING CULVERT.

	15-531
	A06-01-11
	Cured-In-Place Pipeliner (CIPP)
	Added new requirements for stream protection when installation involves styrene. Corrected ASTM reference for pulled-in-place fabric tube.

	15-870
	C06-01-11
	Clean Bridge Deck
	Cancellation recommended by the Structure Office Engineer Specification Research & Development Branch, SQM, DES.

	19-900
	A06-01-11
	Material Containing Hazardous Waste Concentrations of Aerially Deposited Lead 
	Revised to parallel 2010s. Added language to include CHP BIT Program requirement

	19-910
	A06-01-11
	Material Containing Naturally Occurring Asbestos
	Revised to parallel 2010s. Added language to clarify submittals needed for disposal and revised to use AQMD acronym.

	70-270
	C06-01-11
	Cement-Mortar Lined And Reinforced Cement-Mortar Coated Welded Steel Pressure Pipe
	This SSP is obsolete and not used. Cancelled per request by Division of Design, Glenn DeCou.  

	70-600
	A06-01-11
	Inlet depressions
	Pay clauses updated to use with new bid item 709522 INLET DEPRESSION.

	stdpln
	A06-01-11
	Standard Plans List
	Revised the Standard Plans List to coincide with the new and revised Standard Plans for the 2006 Standard Plans Erratum No. 16.


