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2006 SSPs used with 2006 Standard Plans:

	SSPNo
	Effective Date
	Description
	Update



	S1-020H
	A07-01-11
	Amendments to the May 2006 Standards Specifications
	Revised requirements for anchor bolts, gray iron castings, and manhole frames and covers.

	S8-M03
	A07-01-11
	Prequalified and Tested Signing and Delineation Materials
	This SSP is revised to update the list of approved signing and delineation products in order to include newly approved products, to delete products, and to address any changes resulted from merged or closed businesses.   

	15-025
	A07-01-11
	Miscellaneous Clauses For Debris Containment and Collection Program 
	Added instruction to par. 13 . Included mandatory expressions for revised SSPs. 

	15-480
	A07-01-11
	Relocate Sign Structure
	Modified the pay clause to parallel the payment in the 2010 standards. Payment for anchorages is included in unit price for relocate sign structure.

	19-660
	B07-01-11
	Soil Nail Assembly
	This SSP was formerly the BR REF SPEC 19NAIL.  Updates have been incorporated  to parallel the 2010 specifications.

	20-080
	A07-01-11
	Rock Blanket
	2006 parallel to 2010 update.  Deleted dichlobenil sterilization product and replaced with oxadiazon.

	20-354
	A07-01-11
	Decomposed Granite (Miscellaneous Areas)
	2006 parallel to 2010 update.  Deleted dichlobenil sterilization product and replaced with oxadiazon.

	20-357
	A07-01-11
	Gravel (Miscellaneous Areas)
	2006 parallel to 2010 update. Deleted dichlobenil sterilization product and replaced with oxadiazon.

	20-430
	A07-01-11
	Pesticides
	2006 parallel to 2010 update.  Updated pesticide list.

	20-625
	A07-01-11
	Irrigation Controller Enclosure Cabinet
	Updated 2006 parallel to 2010.  Changed to "Padlocks will be furnished by the Engineer."

	20-751
	A07-01-11
	Backflow Preventer Assembly Enclosure
	Update for 2006 parallel to 2010.  Changed padlocks to " furnished by the Engineer."

	20-753
	A07-01-11
	Backflow Preventer Assembly Blanket
	Updated 2006 parallel to 2010.  Changed to "Padlocks will be furnished by the Engineer"

	39-100
	A07-01-11
	Hot Mix Asphalt Open Graded Friction Course
	Changed "OGFC" to "HMA-O" in the locations parallel to 2010.

	39-400
	A07-01-11
	Hot Mix Asphalt Aggregate Lime Treatment - Slurry Method
	Changed AASHTO T304 reference to California Test 234 and ASTM D4791 reference to California Test 235.

	39-450
	A07-01-11
	Hot Mix Asphalt Aggregate Lime Treatment - Dry Lime Method
	Changed AASHTO T304 reference to California Test 234 and ASTM D 4791 reference to California Test 235.

	39-640
	A07-01-11
	Bonded Wearing Course - Gap Graded
	1. Changed AASHTO T304 reference to California Test 234 and ASTM D 4791 reference to California Test 235.
2. Corrected the minimum surface temperature requirement for HMA immediately behind the screed from 240 ºF to 280 ºF.

	39-660
	A07-01-11
	Rubberized Bonded Wearing Course - Gap Graded
	Changed AASHTO T304 reference to California Test 234 and ASTM D 4791 reference to California Test 235.

	39-680
	A07-01-11
	Rubberized Bonded Wearing Course - Open Graded
	Changed AASHTO T304 reference to California Test 234 and ASTM D 4791 reference to California Test 235.

	39-700
	A07-01-11
	Bonded Wearing Course - Open Graded
	1. Changed "OGFC" to "HMA-O" in the locations parallel to 2010.
2.  Corrected the asphaltic emulsion membrane residual rate from 0.1 gal/sqyd to 0.2 gal/sqyd in the Engineer's acceptance table to match the minimum quality control table.
3.  Changed AASHTO T304 reference to California Test 234 and ASTM D 4791 reference to California Test 235.
4. Corrected the minimum surface temperature requirement for HMA immediately behind the screed from 240 ºF to 280 ºF.

	39-720
	A07-01-11
	Hot Mix Asphalt Type C
	1.  Changed AASHTO T304 reference to California Test 234 and ASTM D 4791 reference to California Test 235.
2.  Corrected the total pavement thickness ranges for determining aggregate grading.

	39-950
	A07-01-11
	Hot Mix Asphalt on Bridge Decks
	Technical changes to parallel the 2010 standards.

	39-960
	C07-01-11
	Hot Mix Asphalt
	Cancelled this ssp and moved verbiage to ssp 39-950.

	40-010
	A07-01-11
	Jointed Plain Concrete Pavement
	Update with 2006 parallel to 2010 changes.Added website for coefficient of thermal expansion.  Added payment for transition panel.

	40-020
	A07-01-11
	Individual Slab Replacement
	Update 2006 parallel to 2010 including reinforcement and trial slab.

	40-025
	A07-01-11
	Continuously Reinforced Concrete Pavement
	Update with 2006 parallel to 2010.  Added website for coefficient of thermal expansion

	40-250
	A07-01-11
	Concrete Pavement Crack Treatment
	Update 2006 parallel changes to  match 2010

	50-560
	B07-01-11
	Ground Anchors
	This SSP was formerly the BR REF SPEC 50TIEB.  Updates have been incorporated to parallel the 2010 specifications.

	50-570
	C07-01-11
	Tiedown Anchors
	Cancellation requested by Structure Quality Management. The specifications for tiedown anchors and tiebacks has been combined into SSP 50-560, Ground Anchors.

	51-561
	B07-01-11
	(Proprietary Sound Wall Systems)
	This used to be Bridge Reference Specification 51SWAL.  Two new approved alternative sound wall systems were added and "Insulock" name was changed to "Polyblock."

	51-562
	B07-01-11
	Sound Wall (Masonry Block)
	Revised the SSP to include testing and special inspections as required by the 2007 California Building Code.  Paralleled the 2010s.

	51-569
	B07-01-11
	Measurement And Payment
	Revised payment clauses to include testing and special inspections and the use of structural concrete, sound wall as the item of work for the footings and pile caps.

	53-100
	B07-01-11
	Shotcrete
	Revision is parallel to the 2010 standards. The frequency of compressive strength testing of shotcrete cores is changed from every 300 square feet to every 50 cubic yards of shotcrete placed. The minimum compressive strength of concrete is increased from 3,250 psi to 3,600 psi.

	57-900
	B07-01-11
	Plastic Lumber
	Updated with 2006 parallel changes to mimic 2010 SSP. 

	75-615
	B07-01-11
	Corrosion Protection
	New SSP for corrosion protection for cable-type restrainers.

	84-050
	A07-01-11
	Thermoplastic Traffic Stripe and Pavement Marking
	The changes are necessary so that the technical content of the 2006 specifications is the same as the technical content of the new 2010 specifications.  The changes include updated retroreflectivity and testing requirements, and new submittal requirements for thermoplastic material.

	84-055
	A07-01-11
	Thermoplastic Traffic Stripes (Recessed)
	The changes are necessary so that the technical content of the 2006 specifications is the same as the technical content of the new 2010 specifications.  The changes include updated retroreflectivity and testing requirements for recessed thermoplastic traffic stripes.

	84-060
	A07-01-11
	Thermoplastic Traffic Stripe (Sprayable)
	The changes are necessary so that the technical content of the 2006 specifications is the same as the technical content of the new 2010 specifications.  The changes include updated retroreflectivity and testing requirements, and new submittal requirements for  sprayable thermoplastic material.

	84-100
	A07-01-11
	Paint Traffic Stripe and Pavement Marking
	The changes are necessary so that the technical content of the 2006 specifications is the same as the technical content of the new 2010 specifications.  The changes include updated retroreflectivity and testing requirements, and new submittal requirements for paint.

	84-110
	A07-01-11
	Two-Component Paint Traffic Stripe and Pavement Marking
	The changes are necessary so that the technical content of the 2006 specifications is the same as the technical content of the new 2010 specifications.  The changes include updated retroreflectivity and testing requirements for two-component paint.

	85-010
	A07-01-11
	Pavement Markers
	Replaced obsolete paragraphs with references to new California Test 440 for flexible bituminous adhesive.

	86-085
	C07-01-11
	Fiberglass Lighting Standards
	Cancelled ssp because fiberglass lighting standards are no longer practiced.

	86-086
	A07-01-11
	Fiberglass Highway Advisory Radio Poles
	1. Corrected title for ANSI C136.20, "Roadway Lighting Equipment - Fiber-Reinforced Plastic (FRP) Lighting Poles."
2. Changed ASTM reference for testing finished surface to G154, Cycle 2, as recommended by METS.

	86-320
	C07-01-11
	Type 90 Controller Assemblies
	Cancelled ssp because Type 90 controller assemblies are only used by the Cities/Counties.

	86-335
	A07-01-11
	Controller Cabinets
	1. Changed Model numbers of cabinets to match 2010 standards.
2. Updated the list of equipment required for Model 334L cabinet to match 2010 standards.
3. Updated circuit breaker list to match 2010 standards.

	86-340
	A07-01-11
	State-Furnished Controller Assemblies
	Changed Model numbers of cabinets to match 2010 standards.

	86-395
	A07-01-11
	Battery Backup System
	Changed Model numbers of cabinets to match 2010 standards.

	86-405
	A07-01-11
	Light Emitting Diode Pedestrian Signal Face Modules
	Added "Manufacturer's name, trademark, model number, lot number, month and year of manufacture" to list of items to submit to the Translab.

	86-421
	A07-01-11
	Preformed Inductive Loops
	Deleted the option to use asphaltic concrete sealant to fill slots, because this is no longer practiced.

	86-424
	A07-01-11
	Microwave Vehicle Detection System - Side Fire
	Changed Model numbers of cabinets to match 2010 standards.

	86-425
	A07-01-11
	Emergency Vehicle Detector System
	Changed Model numbers of cabinets to match 2010 standards.

	86-610
	C07-01-11
	Extinguishable Message Sign
	Cancelled ssp because the specifications are outdated.

	86-630
	A07-01-11
	Model ___ Changeable Message Sign System
	1. Changed Model numbers of cabinets to match 2010 standards.
2. Added "Distance between the cabinet and the CMS structure shall be less than 250 feet." to match the 2010 standards.


