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USE WITH 2006 STANDARDS.

Insert in Section 10-1.  Do Not Use in Section 10-2.

Add plan and section details for rock blanket.

10‑1.__  ROCK BLANKET

Rock blanket shall be placed as shown on the plans and in conformance with these special provisions.

2

MATERIALS

Rock for the rock blanket shall be clean, smooth rock obtained from a single source.

3

Rock shall conform to the following grading:

	Screen Size 

(Inches)
	Percentage Passing

	8
	100

	6
	50-85

	4
	0-50


4

A sample of the rock shall be submitted to the Engineer for approval prior to delivery of the rock to the project site.

5

Rock shall be secured in place with Class 2 concrete conforming to the provisions in Section 90, "Portland Cement Concrete," of the Standard Specifications and these special provisions. Concrete aggregate size shall be 3/4 inch maximum.

6.  Use when roadside clearing is specified; otherwise delete.

SITE PREPARATION

Prior to beginning rock blanket work, areas to receive the rock blanket shall be cleared in conformance with the provisions in "Roadside Clearing" of these special provisions.

7.  Use when roadside clearing is not specified; otherwise delete.

Areas to receive rock blanket shall be cleared of trash and debris.  Weeds shall be removed to the ground level.  Cleared trash, debris and removed weeds shall be disposed of in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

8.  The depth of excavation MUST be shown on the detail.

After clearing, the areas shall be excavated to the depth shown on the plans, graded to a smooth uniform surface and compacted to a minimum relative compaction of 90 percent.

9.  Use when soil sterilant is used.

After compaction, the areas shall be sterilized with oxadiazon.  The sterilant shall be applied at the maximum label rate and shall not be applied more than 12 inches beyond the rock blanket limits.  Soil sterilant shall conform to the provisions in Section 20‑4.026, "Pesticides," of the Standard Specifications, except recommendations from a licensed Pest Control Adviser will not be required.

10*.  Edit as required.

PLACEMENT

Rock shall be placed while concrete is still plastic, and spaced a maximum of 1/2 inch apart. The Contractor shall remove concrete adhering to the exposed surfaces of the rock.  Loose rocks, or rock with a gap greater than 3/8 inch, measured from the edge of the rock to the surrounding concrete bedding shall be reset at the Contractor's expense by methods determined by the Engineer.  Rock blanket shall not be placed to within ___ feet of ground cover areas and other plants.

11

MEASUREMENT AND PAYMENT

Rock blanket will be measured by the square yard as determined from actual measurements made parallel to the ground slope.

12.  Delete "furnishing and applying soil sterilant" if NO soil sterilant is applied.

The contract price paid per square yard for rock blanket shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in placing rock blanket, complete in place, including furnishing and applying soil sterilant, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.
