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USE WITH 2006 STANDARDS.

For use on formed or textured surfaces.  Use with paints and concrete 'stains' that COAT concrete surfaces.

1*.  Use when there is a contract item.  Delete Para 2 and 16.

10-1.__  PREPARE AND PAINT CONCRETE SURFACES

This work shall consist of preparing and painting concrete surfaces, where shown on the plans, and in conformance with these special provisions.

2*.  Use if added to another SSP and painting is full-comped into other items of work.  Should not be full-comped if it will unbalance unit costs.  Delete Paras 1, 14 and 15.

PREPARE AND PAINT CONCRETE SURFACES

This work shall consist of preparing and painting concrete surfaces, where shown on the plans, and in conformance with these special provisions.

Materials

3*.  Check availability of color before specifying.  Edit to suit project.

The paint shall be a light-stable, alkali-resistant, acrylic latex or acrylic latex copolymer emulsion, commercially manufactured for use as an exterior concrete coating.  The paint shall conform to the provisions in Section 91‑4.05, "Paint: Acrylic Emulsion, Exterior White and Light and Medium Tints," of the Standard Specifications.
4*.  Edit to suit, add description of desired color (e.g., brown, gray).  Delete if referee sample or test panel is used.

The paint shall be formulated and applied so that the color of the coated concrete matches Federal Standard 595B No. _____.

5

The Contractor shall submit to the Engineer, not less than 7 days before initial application of the concrete coating, a copy of the manufacturer's recommendations and written application instructions.

6*.  Edit to suit project.  Delete when no referee sample is available.

Referee Sample

The applied architectural treatment shall match the texture, color, and pattern of the referee sample located at ____________     available for inspection by bidders at the Office of Transportation Architecture, Bridge Architecture and Aesthetics Branch, Third Floor, 1801 30th Street, Sacramento, California.

Delete Paras 7 thru 9 if a test panel is not required.

7*.  If architectural texture is required for concrete surfaces to be painted, delete the test panel requirements from arch. texture spec and add to that spec "Attention is directed to 'Prepare and Paint Concrete' of these special provisions."  If no texture is required, delete "   architectural texture or    ."  Edit panel size to suit project arch. texture requirements.

Test Panel

A test panel at least 4' x 4' in size shall be successfully completed at a location approved by the Engineer before beginning work on       architectural texture or       painting concrete.  The test panel shall be constructed, finished, and painted with the materials, tools, equipment, personnel, and methods to be used in constructing, finishing, and painting the concrete surfaces.  If ordered by the Engineer, additional test panels shall be constructed and finished until the specified finish, texture, and color are obtained, as determined by the Engineer.

8*.  If no texture is required, delete "architectural texture and."

The test panel approved by the Engineer shall be used as the standard for comparison in determining acceptability of       architectural texture and       painting for concrete surfaces.
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The Contractor shall submit to the Engineer, not less than 7 days before initial application of the concrete coating to the test panel, a copy of the manufacturer's recommendations and written application instructions.

Surface Preparation

10*.  Delete if no new concrete is to be painted.
New concrete surfaces to be painted shall be at least 28 days old before painting.
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Concrete surfaces to be painted shall be prepared in conformance with the requirements of SSPC‑SP 13/NACE No. 6, "Surface Preparation of Concrete," of the "SSPC: The Society of Protective Coatings."  After concrete surface preparation is complete, the Contractor shall clean all concrete surfaces to be painted by pressure rinsing as defined in Section 59‑1.03, "Application," of the Standard Specifications.

Painting Concrete
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The coating shall be applied per the manufacturer's recommendations and in conformance with the requirements of SSPC‑PA 7, "Applying Thin Film Coatings to Concrete," of the "SSPC: The Society of Protective Coatings."
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Any damaged areas shall be repaired in the same manner as the original surface preparation and paint application.
Measurement and Payment

14*

Concrete surfaces to be prepared and painted will be measured by the square foot.  Measurement will be determined along the surface of the actual areas painted.

15*.  Use when there is a contract item for prepare and paint concrete.  Edit to suit project.  Delete Paras 2 and 16.
The contract price paid per square foot for prepare and paint concrete shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in preparing of and applying paint to concrete surfaces, complete in place, including construction of test panels and repairing damaged areas, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

16*.  Use when added to another SSP and painting concrete is full comped into other items of work.  Delete Paras 1, 14 & 15.
Full compensation for preparing and painting concrete shall be considered as included in the contract price paid per ___________ for ___________ and no separate payment will be made therefor.

