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USE WITH 2006 STANDARDS

10‑1.__  CONCRETE BARRIER

Concrete barriers shall conform to the provisions in Section 83-2, "Barriers," of the Standard Specifications and these special provisions.

2.  Use when constructing barriers on existing structures.

If reinforcement is encountered during drilling before the specified depth is attained, the Engineer shall be notified.  Unless the Engineer approves coring through the reinforcement, the hole will be rejected and the Contractor shall drill a new hole adjacent to the rejected hole to the depth shown on the plans.

3.  Use in marine environments within 1,000 feet of ocean or tidal water; see Bridge Design Specifications Section 8.22.  Use with Ref Spec 52PURP.

Bar reinforcing steel for use in concrete barriers shall conform to the provisions in "Epoxy-Coated Prefabricated Reinforcement," of these special provisions.

4. Use with Type 80SW concrete barrier.

Tubular lower railing shown on the plans for concrete barrier (Type 80SW) shall conform to the provisions for tubular handrailing in "Metal Bridge Railing" of these special provisions.

5.  Use with Type 80 or Type 80SW concrete barrier.  Add SSP 83-400 for the handrail and tubular lower rail of Type 80SW concrete barrier.

Forms for Type 80 concrete barrier railing shall remain in place for a minimum of 36 hours after the concrete has been placed.

Paras 6 thru 8:  Use in Climate Area III; see Attachment B of Section 8.2 in Memos to Designers for area limits.

6

Concrete for use in concrete barriers shall contain not less than 675 pounds of cementitious material per cubic yard and shall be air-entrained concrete in conformance with the provisions in "Materials" of these special provisions.

7

Bar reinforcing steel for use in concrete barriers shall conform to the provisions in Section 52-1.02B, "Epoxy-coated Reinforcement," of the Standard Specifications.

8

Concrete barriers on bridges or walls shall be cured in conformance with the provisions in Section 90-7.01A, "Water Method," of the Standard Specifications.

9.  Use for barriers in District 11, except delete when in Climate Area III.

Concrete barriers other than Type 50 and 60 series shall be constructed of concrete containing at least 630 pounds of cementitious material per cubic yard and shall be air entrained as provided in Section 90-4, "Admixtures," of the Standard Specifications.  The air content at the time of mixing and before placing shall be 3.0 ± 1.0 percent unless a higher air content is specified.

10.  Use when Para 3 or Paras 6 thru 8 are used.

Full compensation for epoxy-coated bar reinforcement shall be considered as included in the contract price paid per linear foot for concrete barrier of the type or types listed in the Engineer's Estimate and no separate payment will be made therefor.

11.  Edit for appropriate barrier types.  Provide similar clauses for other barrier types as appropriate.  Delete if no transfer pay clauses are needed.

Concrete barrier (Type __) will be measured and paid for as concrete barrier (Type 25).
