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2006 SSPs used with 2006 Standard Plans:
	SSPNo
	Effective Date
	Description
	Update



	S1-020H
	A09-16-11
	Amendments to the May 2006 Standards Specifications
	The following sections are revised:
Section 7.  Revised days for the notification in Section 7-1.09 since the temporary support amendment had been publised.
Section 19.  Revised to parallel the 2010s.  Replaced "stones and lumps" which are not to be included in the structure backfill to be placed behind retaining walls, with "rocks, broken concrete, or other solid material" for clarity.
Section 39:  Revised to parallel the 2010s.
1.  Changed AASHTO T304 reference to California Test 234 and ASTM D 4791 reference to California Test 235.
2.  Clarified the pavement categories in the tack coat application rate table.
3.  Added specifications for clarity and made other minor 
corrections.
Section 56.  Revised to parallel the 2010s.
1.  Allows more grades of steel for bars, plates, and shapes.
2.  Not allow zinc solderrs containing tin to repair damaged galvanizing.
3.  Not allow fastening of bridge mounted signs before concrete reaches 2,500 psi.
4. Requires same thickness of sprayed zinc coat for metalizing signs to comply with Section 75-1.05.
Section 59.  Revised the following requirements to parallel the 2010s:
1.  Air quality requirements based on project location
2.  Painting methods
3.  Cleaning and pressure washing requirements
4.  Requirements related to the Steel Painting Council
5.  Caulking and paint film thickness.
Section 86.  Revised to parallel the 2010s. Clarify intent, update to current practices and update references.

	08-017
	A09-16-11
	Time-Related Overhead
	Revised lead instructions for the use of the correct bid item code.

	08-018
	A09-16-11
	Time-Related Overhead
	Revised lead instructions for the use of the correct bid item code.

	19-580
	B09-16-11
	Soldier Pile Wall Earthwork
	Changed the Engineer's review time for working drawings from 7 days to 10 days.  Deleted redundant instruction to the specification engineer.

	19-600
	B09-16-11
	Earth Retaining Structures
	Corrected the payment clauses.  MSE type systems are the only systems that are paid through this SSP.  Type 1-5 retaining wall systems are paid separately for structural concrete, bar reinforcing steel, excavation, and backfill.  Therefore, replaced the Earth Retaining System items with Mechanically Stabilized Embankment.

	19-650
	B09-16-11
	Soil Nail Wall Earthwork
	Extended the specification to include tieback wall earthwork.  Converted the reference specification to an SSP.

	39-050
	A09-16-11
	Hot Mix Asphalt
	Deleted the instruction to use bid item 390130, Hot Mix Asphalt, as this item code is obsolete and should not be used.

	39-300
	A09-16-11
	Minor Hot Mix Asphalt
	Added a new instruction to use this SSP for miscellaneous areas and dikes if no other applicable HMA item is included in the project.

	50-520
	B09-16-11
	Debonding Prestressing Strand
	New specification for debonding prestressing strand.

	51-540
	B09-16-11
	Type 6 Retaining Wall
	Replaced "Type II" with "normal weight" concrete masonry units to match the current ASTM C 90 language.

	52-700
	B09-16-11
	Headed Bar Reinforcement
	Required submittal of a prequalification report for the prequalification of operator and procedure when heads are fabricated in the field, as for service and ultimate butt splices.

	55-010
	B09-16-11
	Steel Crib Wall
	Deleted reference to California Test 652 for galvanizing.  CT 652 no longer exists, and galvanizing is covered in AASHTO M218.



