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Standard Special Provision Update

October 21, 2011
2006 SSPs used with 2006 Standard Plans:

	SSPNo
	Effective Date
	Description
	Update



	SN-001
	A10-21-11
	Special Notice
	Updated to the next fiscal year.

	SN-002
	A10-21-11
	Special Notice
	Updated to the next fiscal year.

	SN-410
	A10-21-11
	Special Notice
	Updated to the next fiscal year.

	S1-020H
	A10-21-11
	Amendments to the May 2006 Standards Specifications
	Section 63 is "BLANK." The Department no longer uses CIP concrete pipe. This change parallels the 2010 Standards.

	S4-008
	A10-21-11
	Section 4. Beginning of Work, Time of Completion, And Liquidated Damages
	Updated to the next fiscal year.

	S4-009
	A10-21-11
	Section 4. Beginning of Work, Time of Completion, And Liquidated Damages
	Updated to the next fiscal year.

	S5-280
	A10-21-11
	Supplemental Project Information
	Updated District 6 address and phone number.

	S5-630
	A10-21-11
	Relations With California Regional Water Quality Control Board
	Updated the regional general permit number in paragraph 4.  Updated web addresses in paragraphs 3, 4, 7, & 9.

	S8-C06
	B10-21-11
	Rapid Strength Concrete for Structures
	Deleted instructions for paragraph 46.  Since volumetric proportioning is always allowed for structures, the instruction was confusing.

	07-324
	A10-21-11
	Fish Protection
	Add parallel language requested from FHWA for 2010's.

	07-340
	A10-21-11
	Water Pollution Control 
	Erosivity waiver requirements were added.  The technical content, style, format and organization were revised to parallel the 2010 standard specifications.

	07-345
	A10-21-11
	Water Pollution Control
	Project risk level was added.  The technical content, style, format, and organization were revised to parallel the 2010 standard specifications.

	15-531
	A10-21-11
	Cured-In-Place Pipeliner (CIPP)
	Clarified curing of CIPP to include steam to match ASTM.

	39-025
	A10-21-11
	Prepaving Must-Grinds
	New SSP for smoothness requirements of the existing pavement before placing HMA overlay.

	39-640
	A10-21-11
	Bonded Wearing Course - Gap Graded
	This revision deletes the lead instructions requiring a PIF. 

	39-660
	A10-21-11
	Rubberized Bonded Wearing Course - Gap Graded
	This revision deletes the lead instructions requiring a PIF.

	39-680
	A10-21-11
	Rubberized Bonded Wearing Course - Open Graded
	This revision deletes the lead instructions requiring a PIF. 

	39-700
	A10-21-11
	Bonded Wearing Course - Open Graded
	This revision deletes the lead instructions requiring a PIF. 

	63-010
	C10-21-11
	Cast-In-Place Concrete Pipe
	The Department no longer uses cast-in-place concrete pipe.  Cast-in-place concrete pipe has rarely been used in recent years.  After conferring with Industry and the Districts, this item was removed due to lack of use.  Specifications for cast-in-place concrete pipe were not included in the 2010 standard specifications.  Cancellation of all 2006 specifications for cast-in-place concrete pipe is necessary to parallel the technical content of the 2010 standard specifications.

	76-100
	B10-21-11
	Wells
	 Moved SSP for wells from building section to section 76 to match 2010s.

	76-200
	B10-21-11
	Water Wells
	Moved SSP from building section to new section 76 to parallel 2010s.

	76-300
	B10-21-11
	Exploration Holes
	Moved SSP from building section to new section 76 to parallel 2010s.

	76-400
	B10-21-11
	Rehabilitate Existing Water Wells
	Moved SSP from building section to new section 76 to parallel 2010.

	76-500
	B10-21-11
	Monitor Wells
	Moved SSP from building section to new section 76 to parallel 2010s.

	83-460
	B10-21-11
	Concrete Barrier
	Added a full compensation pay clause for concrete barrier transitions.

	stdpln
	A10-21-11
	Standard Plans List
	Revised the Standard Plans List to coincide with the Revised Standard Plan for the 2006 Standard Plans Erratum No. 17.



