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USE WITH 2006 STANDARDS.

Use with amended Section 39, "Hot Mix Asphalt."

Use with SSP 40‑020.

10‑1.__  PAVEMENT TRANSITION TAPER

Pavement transition tapers, consisting of depressions constructed in existing concrete pavement, shall be constructed at the locations shown on the plans and in conformance with these special provisions.

2

Equipment that can produce a pavement transition taper as shown on the plans without damaging the concrete pavement to remain in place may be used.

3

Positive provisions shall be provided to contain flying particles of concrete, dust, or other debris during construction of tapers.

4

At the option of the Contractor, existing concrete pavement, shown to be tapered, may be removed and replaced.  If the Contractor elects to remove the existing concrete, the replacement concrete shall conform to "Individual Slab Replacement" of these special provisions except:

A.
Existing base need not be removed;

B.
The finished surface of the replacement concrete pavement shall approximate the planned pavement transition taper;

C.
The surface of the replacement concrete pavement shall be a coarse broom finish; and

D.
Replacement concrete pavement will not be measured or paid for as a separate item of work.

5

If the final layer of hot mix asphalt is not placed before opening the lane to public traffic, temporary hot mix asphalt shall be placed in the taper.  Temporary hot mix asphalt shall be commercial quality and may be spread and compacted by methods that produce a suitable temporary surface as determined by the Engineer.  Temporary hot mix asphalt shall be removed completely before placing the final layer of hot mix asphalt.

6

Temporary hot mix asphalt will not be measured or paid for.

7

Pavement transition tapers will be measured by the square yard from the dimensions shown on the plans or ordered by the Engineer.

8

The contract price paid per square yard for pavement transition taper shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in constructing pavement transition tapers, including furnishing, placing, and removing temporary hot mix asphalt as needed, complete in place, as shown on the plans, as specified in these special provisions, and as directed by the Engineer.
