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February 6, 2009
	SSP No.
	Effective Date
	Description
	Update


Standard Special Provision Update

April 20, 2012
2006 SSPs used with 2006 Standard Plans:

	SSPNo
	Effective Date
	Description
	Update



	SN-936
	A04-20-12
	Special Notice
	Changed the instructions to indicate that this special notice applies to projects having Monday as well as Friday bid openings.
Modified a couple of words to match 2010 wording.

	S1-020H
	A04-20-12
	Amendments to the May 2006 Standards Specifications
	Section 39 is revised to correct reference to and clarify use of California Test 375.

	S5-190
	C04-20-12
	Interim Estimate and Claims
	SSP has been cancelled at the request of the Office of Asphalt Pavement.  The SSP was used for a pilot program which has been completed.

	S5-255
	C04-20-12
	Payments
	SSP has been cancelled at the request of the Office of Asphalt Pavement.  The SSP was used for a pilot program which has been completed.

	S5-505
	A04-20-12
	Species Protection
	Added language to tie this SSP to section 14-6.02, Bird Protection

	S8-C16
	A04-20-12
	Contractor Quality Control (Concrete Pavement)
	Update to parallel technical content with the 2010s. Quality control plan requirements are now in section 40.  This SSP is to require a QC manager when the JPCP or CRCP quantity is at least 2000 CY.

	05-050
	A04-20-12
	Miscellaneous Clauses For Order of Work
	Deleted progress-schedule clause.

	07-321
	A04-20-12
	Contractor Supplied Biologist
	Clarify the instruction for when to use the SSP.

	07-382
	C04-20-12
	Temporary Hydraulic Mulch (Polymer Stabilized Fiber Matrix)
	This SSP is cancelled. Polymer Stabilized Fiber Matrix can only be satisfied by a single product manufacturer.

	07-640
	A04-20-12
	Scaffolding
	1.
A few minor wording changes throughout to provide clarity.
2.
Reorganized the 2010 SSP.
3.
Added instructions at the top of the 2010 SSP to clarify when the SSP is to be included in the Special Provisions (carried over the original instructions from the 2006 SSP).  These usage instructions were deleted from the 2010 SSP in error.
4.
Added language such that the SSP will not inadvertantly apply to scaffolding at sound walls, retaining walls, and buildings (unless edited otherwise).
5.
Added back into the 2010 SSP the requirement for an engineer (in addition to the independent reviewer) to stamp the shop drawings and calculations, which was deleted in error during the 2010 conversion.
6.
Added load and design requirements for scaffolding systems when they are on or suspended from a bridge.  The updates were requested by Structure Maintenance to ensure that overloading of the existing structure does not occur.
7.
Changed the number of days provided for the Engineer's review to fill-in-the-blank to account for the complexity of the work.

	08-012
	A04-20-12
	Progress Schedule (Critical Path Method)
	Deleted furnishing of scheduling software.

	08-015
	A04-20-12
	Progress Schedule (Critical Path Method)
	Deleted furnishing of scheduling software.

	08-100
	A04-20-12
	Right of Way Obstructions
	Deleted "Use in Federal Aid projects" and ROW delay clause. 

	14-001
	A04-20-12
	Remove Yellow Traffic Stripe and Pavement Marking (Hazardous Waste)
	Revision to pay clause so it matches bees item.

	14-010
	A04-20-12
	Treated Wood Waste
	Updated web site reference for TWW disposal facilities.

	19-570
	B04-20-12
	Miscellaneous Clauses For Weep Holes and Geocomposite Drain Alternatives
	Revised to replace "tieback" with "ground anchor."

	19-580
	B04-20-12
	Soldier Pile Wall Earthwork
	Revised to replace "tieback" with "ground anchor."

	19-660
	B04-20-12
	Soil Nails
	Added instruction to dispose of drill cuttings from ground anchors and soils nails under Section 19-2.06, "Surplus Material."

	19-910
	A04-20-12
	Material Containing Naturally Occurring Asbestos
	Revised instructions to use bid item 190113 Asbestos Compliance Plan and delete reference in payment clause to Asbestos Compliance Plan (NOA)

	20-040
	A04-20-12
	Erosion Control (Hydroseed) 
	Corrected nonstandard editing instructions and made other editorial revisions throughtout.

	20-047
	C04-20-12
	Erosion Control (Polymer Stabilized Fiber Matrix)
	This SSP is cancelled. Polymer Stabilized Fiber Matrix can only be satisfied by a single product manufacturer.

	24-020
	A04-20-12
	Cement Stabilized Soil
	New SSP for stabilizing soil with cement. 

	37-030
	A04-20-12
	Asphalt-Rubber Seal Coat
	Revised to correct the bid item code to be used for sand cover.

	39-055
	A04-20-12
	Hot Mix Asphalt with Warm Mix Asphalt Technology
	New SSP for HMA with warm mix asphalt technology.

	39-105
	A04-20-12
	Hot Mix Asphalt Open Graded Friction Course with Warm Mix Asphalt Technology
	New SSP for HMA OGFC with warm mix asphalt technology.

	39-170
	A04-20-12
	Warm Mix Asphalt Technology Option
	New SSP that allows the contractor the option to use an approved warm mix asphalt technology for HMA.

	39-810
	C04-20-12
	Warranty
	SSP has been cancelled at the request of the Office of Asphalt Pavement.  The SSP was used for a pilot program which has been completed. 

	39-815
	C04-20-12
	Warranty
	SSP has been cancelled at the request of the Office of Asphalt Pavement.  The SSP was used for a pilot program which has been completed.

	39-820
	C04-20-12
	Warranty
	SSP has been cancelled at the request of the Office of Asphalt Pavement.  The SSP was used for a pilot program which has been completed.

	39-830
	C04-20-12
	Warranty
	SSP has been cancelled at the request of the Office of Asphalt Pavement.  The SSP was used for a pilot program which has been completed.

	39-848
	C04-20-12
	Warranty
	SSP has been cancelled at the request of the Office of Asphalt Pavement.  The SSP was used for a pilot program which has been completed.

	39-850
	C04-20-12
	Warranty
	SSP has been cancelled at the request of the Office of Asphalt Pavement.  The SSP was used for a pilot program which has been completed.

	40-150
	A04-20-12
	Exit Ramp Termini
	Removed instruction to use an obsolete bid item.  Ramps that comply with JPCP should be paid as JPCP.

	50-560
	B04-20-12
	Ground Anchors
	Added instruction to dispose of drill cuttings from ground anchors and soils nails under Section 19-2.06, "Surplus Material."

	51-375
	B04-20-12
	Bridge Deck Surface Texture
	Language for longitudinal tining (quiet deck) added for deck surface texture on bridge widenings.

	51-482
	B04-20-12
	Precast Prestressed Spliced Concrete Bridge Girders
	All new SSP.

	51-806
	B04-20-12
	Polyester Concrete Overlay
	Language for longitudinal tining (quiet deck) added for deck surface texture on bridge widenings.

	54-040
	B04-20-12
	Waterproofing and Cover 
	Corrected the thickness of individual asphaltic panels.

	84-065
	A04-20-12
	Thermoplastic Traffic Stripe and Pavement Markings with Enhanced Wet Night Visibility
	Instructions revised again per R. McLaughlin to include use on other types of pavement, and advising that works best on porous pavements. Revision requested in response to NSSP requests to use on pavements other than OGFC.

	StdPln
	A04-20-12
	Standard Plans List
	Revised the Standard Plans List to coincide with the Revised Standard Plans for the 2006 Standard Plans Erratum No. 19.



