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Section 20-5.03D. Use for decomposed granite.

1. Use if test plots are not required.
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2. Use if color of decomposed granite varies from the standard colors of gray or tan.
Replace item 1 in the list in the 1st paragraph of section 20-5.03D(2)(a) of the RSS for section 20 with:
1.	Uniform__________ color.


3. Use if grading of decomposed granite varies from the standard. Edit for grading requirements as required.
Replace the table in the 1st paragraph of section 20-5.03D(2)(a) of the RSS for section 20 with:
	Grading Requirements

	Sieve size
	Percent passing

	3/8 inch
	

	No. 4
	

	No. 8
	

	No. 16
	

	No. 30
	

	No. 50
	

	No. 100
	

	No. 200
	

	Note:
Grading based upon AASHTO T11-82 and T27-82




Pars. 4–6. Use if materials vary from the standards listed in section 20-5.03A(2)
Add to section 20-5.03D(2)(a) of the RSS for section 20:
4. Use if soil sterilant and filter fabric are not required, Edit as appropriate.
Do not use the following materials:
1._______________
2._______________

5. Use if staple size varies from the standard. Delete if staples are not used.
Staples for filter fabric must comply with section 21-1.02R except that the staples must be a minimum of __-gauge, __-inch, U-shaped staples with a ___-inch crown.
6. Use if aggregate base is required.
Aggregate base must comply with the 3/4-inch maximum, aggregate grading under section 26-1.02B.

7. Use if solidifying emulsion is not required.
Replace the paragraph in section 20-5.03D(2)(b) of the RSS for section 20 with:
Solidifying emulsion is not required.

8. Use if a topcoat of solidifying emulsion is required. If 1 year is too long, delete "annually" in the first sentence and edit for days, e.g. "every 180 days," and delete "annual" in the second sentence, or replace "annually" in the first sentence with "not less than 60 days before Contract acceptance" and delete the second sentence.
Add after the 5th paragraph of section 20-5.03D(3) of the RSS for section 20:
After satisfactory completion of the decomposed granite work, apply a topcoat of solidifying emulsion annually to the surface per the manufacturer's instructions. Continue the annual application until the plant establishment period is completed or until Contract acceptance.
