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Section 83-1.02D(2). Use for California ST-10, ST-30, and ST-40 bridge rail.

Replace "Reserved" in section 83-1.02D(2) with:
1. If ST-30 or ST-40 rail is used, change "10" to "30" or "40."
California ST-10 bridge rail must consist of metal railing mounted on a reinforced concrete parapet.
2
Stud bolts must comply with the specifications for stud connectors in section 55-1.02C.
3
Reinforced concrete must comply with sections 51 and 52.
4
Ferrous metal parts must be galvanized. Galvanizing must comply with section 75-1.05.
Pars. 5–6. Use if the rail requires painting.
5
Paint rail under section 59-3.
6
There must be no chemical treatment of galvanized surfaces before cleaning and painting. Nuts, bolts, and washers must be galvanized after fabrication and must not be painted.
7
Submit shop drawings for the bridge rail.
8
The shop drawings must include the following:
1.	Details for venting and pickup holes in rails and sleeves
2.	Railing layout
3.	Complete details for the construction of the work including methods of construction, sequence of shop and field assembly, and installation procedures

9. Increase the number of copies to 9 if the project is designed by consultants.
Submit 7 copies of shop drawings. Allow 25 days for review. Upon certification, the Engineer will stamp or mark the drawings certified and return 2 copies to you for use during construction.
10. If ST-30 or ST-40 rail is used, change "10" to "30" or "40."
California ST-10 bridge rail is measured from end to end along the face of the railing, including reinforced concrete end blocks and intermediate posts.
11. Use in marine environments within 1,000 feet of ocean or tidal water. Use with SSP 52-2.03A(1).
Bar reinforcing steel for use in concrete parapets must be epoxy coated under section 52-2.03.
12
If the project is in a freeze-thaw area, the parapets must comply with the following requirements:
1.	Concrete must contain not less than 675 pounds of cementitious material per cubic yard.
2.	Bar reinforcing steel must comply with section 52-2.02.
3.	Concrete parapets on bridges or walls must be cured by the water method.

