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Section 83-2.02D(3)(b). Use for concrete barrier Type 50 or Type 60 series.

Replace the 1st paragraph of section 83-2.02D(3)(b) with:
Concrete barriers constructed using an extrusion or slip form machine or other similar type of equipment must be made of well-compacted, dense concrete, and the exposed surfaces must comply with section 51. You may be required to submit evidence of successful operation of the extrusion or slip form machine or other equipment.
Submit a QC plan for use of the extrusion or slip form construction method if reinforcement is not fixed in place before placing concrete.
The QC plan must include:
1.	Contingency plan for correcting problems in production, transportation, or placement
2.	Procedure for splicing concrete barrier reinforcement
3.	Procedure for positioning reinforcement during extrusion or slip form operations
4.	Test procedure for verifying final positions of horizontal reinforcement at 100-foot intervals, evaluated a minimum of 20 feet behind the trailing extrusion or slip form edge
5.	Test report forms to be used that shows (1) positions of reinforcement relative to the top of the barrier, (2) clearance cover from the faces of the barrier to the reinforcement, and (3) station of the tests

If a QC plan is submitted, submit the test report forms within 48 hours of constructing the concrete barrier.
The Department rejects concrete barrier with any reinforcement deviating more than 1 inch from the positions shown.
