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Section 12-4.02. Use for District 7 freeway projects.

1
Replace the 1st paragraph of section 12-4.02A with:
Work that interferes with traffic is limited to the hours when closures are allowed except for work shown on the stage construction and traffic handling plans.

2
Delete the 2nd through 5th paragraphs of section 12-4.02A.

3
Replace the 6th paragraph of section 12-4.02A with:
Submit a request for a minor deviation from the specified work hours at least 15 days before the proposed closure date. Your request may be authorized if (1) the Department does not accrue a significant cost increase and (2) the work can be expedited and better serve the traffic.

Add to section 12-4.02A:
Pars. 4–6. Use for high-volume freeways with enough lanes to allow closure of the adjacent lanes. The freeway must have 2 or more lanes adjacent to the lane where work is being performed.
4
If work, including installing, maintaining, and removing Category 3 traffic control devices except impact attenuator vehicles, is to be performed within 6 feet of the adjacent traffic lane, close the adjacent traffic lane.
5
Closure of the adjacent traffic lane is not required for installing, maintaining, and removing Category 1 and Category 2 traffic control devices.
6. Use for projects that include grinding, saw cutting concrete slab pavement, loop detector installation, or grooving operations where equipment can be operated up to the edge of the lane using the 2-foot offset of the cones for separation between the work and the traffic.
For grinding and grooving operations, saw cutting concrete slabs, and installing loop detectors, closure of the adjacent traffic lane is not required if an impact attenuator vehicle is used as a shadow vehicle.
7. Use if ramp closure charts are included.
The full width of the ramp traveled-way must be open for use by traffic on designated holidays.
8. Use if designated holidays are specified or if lane requirement charts are included. Edit for holidays that do not generate heavy traffic through the project.
Designated holidays are shown in the following table:
	Designated Holidays

	Holiday
	Date observed

	New Year's Day
	January 1st

	Washington's Birthday
	3rd Monday in February

	Memorial Day
	Last Monday in May

	Independence Day
	July 4th

	Labor Day
	1st Monday in September

	Veterans Day
	November 11th

	Thanksgiving Day
	4th Thursday in November

	Christmas Day
	December 25th



9
If a designated holiday falls on a Sunday, the following Monday is a designated holiday. If November 11th falls on a Saturday, the preceding Friday is a designated holiday.
10. Use if special days are specified. Consult with the district traffic manager for the special days and include the birthday of Martin Luther King Jr, Halloween, and Columbus Day.
The special days are ______________________.
11. Use for project limits equal to or less than 8 miles.
Not more than 1 stationary lane closure will be allowed per direction of travel at one time.
12. Use for project limits longer than 8 miles.
Concurrent stationary lane closures must be more than 5 miles apart. Closure spacing is the distance between the last cone of the upstream closure and the temporary sign (W20-1) of the downstream closure. The number of lanes open in the upstream closures must be less than or equal to the number of lanes open in the downstream closures. For multiple closures in each direction of travel, pick up the downstream closures first.
13. Use if feasible to work during daylight hours, but the lane requirement charts do not allow work where visible to freeway traffic.
Verify with the project engineer if any freeway curve radii within the project limits are less than 2,000 feet.
Use entire paragraph if project limits include curve radii less than 2,000 feet. Insert the chart numbers.
Edit or delete the 2nd sentence if project limits do not include curve radii less than 2,000 feet.
Work may be performed during the hours designated as "No work allowed" on charts no. _____ through _____ if temporary traffic screens are installed on top of the Type K temporary railings. Traffic screens are not allowed on the right side of traffic within the limits of a right horizontal curve with a radius of less than 2,000 feet as viewed in the direction of travel and on the left side of traffic within the limits of a left horizontal curve with a radius of less than 2,000 feet as viewed in the direction of travel. The Department does not pay for furnishing, installing, maintaining, or removing temporary traffic screen that you elect to install on top of Type K temporary railings.
14. Use if the median is less than 8 feet and a left side closure is required. Edit the paragraph as necessary.
If traffic control is performed for a stationary lane closure where median shoulders are less than 8 feet, comply with the traffic handling details plan titled, "Traffic Control System for Median Shoulders Less Than 8 Feet," or "Traffic Control System for High Occupancy Vehicle Lanes with Median Shoulders Less Than 8 Feet," in addition to the specifications in sections 12-3.13 and 12-4.02.
15. Use if additional capacity is needed to minimize traffic delay or to comply with Standard Plan T10A. Typically use for slab replacement projects or extended weekend closure operations. The minimum shoulder width must be 8 feet. Do not use the right shoulder as a traffic lane if an on-ramp or off-ramp is within the shoulder limits.
Before using shoulders as a traffic lane for the duration of a work shift closure as specified on chart no. _____ or table no. _____, all impacted pull boxes must be filled with sand and paved over with 1 inch of commercial quality HMA extending 6 inches beyond the edges of the pull boxes. Sweep and clear the shoulder of debris before traffic use. After completing work requiring the use of the shoulder as a traffic lane, restore the pull boxes to their original condition.
16. Use if HOV lane closures are required except on Route 110 (Harbor Freeway) and a portion of Route 10 (San Bernardino Freeway between downtown Los Angeles and Route 710).
HOV lanes may be closed any time the adjacent freeway lane is allowed to be closed as shown on chart no. _____.
17. Use on Route 110 (Harbor Freeway) and a portion of Route 10 (San Bernardino Freeway between Route 710 and Route 605). Insert the route and chart number. Delete rows in the table if not applicable.
HOV or express lanes on Route ___ may be closed whenever the adjacent freeway lane is allowed to be closed as shown on chart no. _____. Contact the following agencies at least 5 business days before closing an HOV or express lane:
	Agency
	Telephone no.

	Metropolitan Transportation Authority (Metro)
	(213) 922-4632

	Gardena Municipal Bus Line
	(310) 324-1475

	Torrance City Transit
	(310) 618-6266

	Foothill Transit
	(626) 967-2274

	Express Lane Operation Center
	(310) 354-4685



18. Use on Route 10 El Monte Busway (San Bernardino Freeway between downtown Los Angeles and Route 710).
You may close the bus and HOV or express lanes on Route 10 between Alameda Street and Route 710 in either direction between the hours of 2200 and 0500, Mondays through Fridays, and any time on weekends. Contact the following agencies at least 5 business days before closing the bus and HOV or express lanes or the lane adjacent to the HOV or express lane:
	Agency
	Telephone no.

	Metropolitan Transportation Authority (Metro)
	(213) 922-4632

	Foothill Transit
	[bookmark: _GoBack](626) 967-2274

	Express Lane Operation Center
	(310) 354-4685



19. Use for concrete pavement rehabilitation projects. Delete the references to approach slabs if none are included on the project. Insert the table numbers and the chart numbers that may include connectors and ramps. Delete the last sentence if not applicable.
If removing and replacing concrete pavement and approach slabs, schedule your operations to comply with the hours and requirements shown in tables no. _____ through _____ instead of charts no. _____ through _____. Place a C43(CA) sign at the beginning and every 500 feet throughout the length of the closure during the entire curing period. If complete freeway closures are required for removing and replacing concrete pavement and approach slabs, you must not have more than 1 complete freeway closure in each direction of travel at a time. Work at 1 location in each direction of travel at a time.
20. Use for the operations listed and as needed.
Add HMA paving, methacrylate, and Type B joint seal to the list of operations if the work zone has only 3 lanes and the shoulder is not available to be used as a traffic lane.
Add striping to the list of operations if all lanes must be restriped in 1 work shift to avoid undesirable lane widths.
Route _____ may be closed to traffic at 1 location in each direction of travel for falsework erection and removal, bridge demolition, 2-post overhead sign structure installation and removal, and loop detector installation operations. Comply with the hours and requirements shown on charts no. _____ through _____. When installing loop detectors at location _____, close freeway lanes as shown on the traffic handling details plan titled "Traffic Control System for "Flip-Flop" Operations."
21. Use if an extended ramp or connector closure over the weekend is required. Typically use for constructing a concrete terminal section at an off-ramp or a short section of a roadway structural section. In the 1st sentence, insert the name of the ramp and connector, the construction activities (e.g., constructing the PCC terminal section, installing pipe, etc.), the beginning and ending times, and the chart numbers. In the 2nd sentence, insert the name of the ramp to be displayed in the message.
Except as otherwise specified, you may close the _____ ramp or _____ connector for __________________ for an extended period of time beginning at _____ Friday through _____ the following Monday instead of using charts no. _____ through _____. When the ramp or connector is closed, place a PCMS for the entire closure duration at least 1,500 feet in advance of the off-ramp upstream from the ramp being closed with the message: "<Name of ramp> / Exit / Closed." Place a PCMS at a location on the ramp or connector 7 continuous days before the date of planned closure with the message shown in the following table:
	Message type
	Message

	Weekend
	Ramp / Will Be / Closed – Next / Weekend

	Weekday
	Ramp / Will Be / Closed – This / Weekend

	Notes:
"/" separates each line of text on the PCMS display.
"–" denotes where the PCMS display flashes the next line of text.



22. Use for landscape, electrical, or striping and pavement marker projects only.
If work requires a connector closure within the limits of a freeway lane closure, complete the work on the connector first. Before the connector is opened to traffic and before starting work on the remaining portions of the freeway, complete the work on the freeway traveled way necessary to ensure safe passage of traffic between the connector and the open freeway lanes.
23. Use if ramp lane requirement charts are not included.
Ramps may be closed if the adjacent freeway lane is allowed to be closed as shown on charts no. _____ through _____. If a ramp is closed, detour traffic to the next available ramp downstream of the closed ramp in the direction of travel. For each ramp closed, post at least _____ special portable freeway detour signs, SP-2, as shown on the traffic handling details plan titled "Traffic Control System for Detour Sign Installation along Designated Detour Route," along the detour route and remove at the end of each closure.
24. Use if only selective ramp lane requirement charts are included, because other charts are tied into the freeway lane requirement charts.
Except as otherwise specified on charts no. _____ through _____, other ramps may be closed if the adjacent freeway lane is allowed to be closed as shown on charts no. _____ through _____. If a ramp is closed and a ramp lane requirement chart is not included, detour traffic to the next available ramp downstream of the closed ramp in the direction of travel. For each ramp closed, post at least _____ special portable freeway detour signs, SP-2, as shown on traffic handling details plan titled "Traffic Control System for Detour Sign Installation along Designated Detour Route," along the detour route and remove at the end of each closure.
25. Use for on-ramps and off-ramps.
Do not close on-ramps or off-ramps servicing 2 consecutive local street interchanges in the same direction of travel. The Engineer may authorize a closure if (1) you submit a request, (2) traffic will be better served, and (3) work will be expedited. If 2 or more consecutive on-ramps are allowed or are specified to be closed, install special signs for entrance ramp closures, SP-4, as shown. The Department does not pay for furnishing, installing, maintaining, or removing SP-4 signs. If an off-ramp is closed, install special signs for exit ramp closures, SP-3 or SP-5, and place the sign on the right shoulder of the freeway upstream of the preceding off-ramp.
26. Use for ramp or connector closure.
If a ramp or connector closure is allowed, post a special advance notice publicity sign, SP-1, as shown at an authorized location, at least 7 days before the ramp or connector closure. Maintain accurate information on the sign and remove or cover the sign when work is not actively in progress.
Pars. 27–29. Use if lane closures could be impacted by nearby events that generate high volumes of traffic.
27. Use to restrict work on Halloween night.
Do not work from 1800 on Halloween to 0600 the following day.
28. List on- and off-ramps that could be affected by the events.
From 3 hours before to 2 hours after events at the venues or special events shown in the table titled "Special Events and Venues," do not perform work that encroaches onto the freeway or connector traveled way or the following ramps:
1.	_____
2.	_____
3.	_____
4.	_____

[bookmark: OLE_LINK1]29. Edit the table to fit the project limits. Delete unused rows and adjust page breaks such the final table prints on 1 page. Delete the table if not applicable.
Special events and venues are as follows:
	Special Events and Venues

	Special event or venue
	Affected routes
	Route limits

	Academy Awards ceremony
	101
	Route 110 to Route 170

	Antelope Valley Fair
	14
	Avenue S to Avenue D

	California Speedway
	EB 10
	Route 605 to Mills Ave (San Bernardino County Line)

	
	NB 57
	Orange County Line to Route 10

	
	EB 60
	Route 605 to Mills Ave (San Bernardino County Line)

	
	210
	Route 605 to Baseline Rd (San Bernardino County Line)

	
	
	

	California State University, Long Beach, graduation ceremonies
	22
	Route 405/605 interchange to Route 1

	California State University, Los Angeles, graduation ceremonies
	10
	Route 5 to Rosemead Blvd

	
	710
	Route 60 to Valley Blvd

	California State University, Pomona, graduation ceremonies
	10
	Route 605 to Mills Ave (San Bernardino County Line)

	
	57
	Route 60 to Route 210

	Cinco De Mayo at Whittier Narrows Recreation Area
	60
	Paramount Blvd to Route 605

	Cinco De Mayo parades or festivals in downtown Los Angeles
	5
	Route 5/10/60/101 Interchange to Broadway

	
	NB 101
	Route 5/10/60/101 Interchange to Route 110

	
	SB 101
	Vermont Ave to Broadway

	
	110
	Route 10/110 Interchange to Route 101/110 Interchange

	Dodger Stadium
	2
	Glendale Blvd to Route 5

	
	5
	Route 10 to Route 134

	
	101
	Route 5/10/60/101 Interchange to Vermont Ave

	
	110
	Route 10 to Route 5

	Festival of Sail
	47
	Route 110 to Route 103

	Griffith Park Light Show
	5
	Route 2 to Route 134

	
	134
	Forest Lawn Dr to San Fernando Rd

	Hollywood Bowl
	101
	Vermont Ave to Route 170

	Hollywood Christmas Parade
	101
	Route 10/101 Interchange to Route 170

	Kaleidoscope Festival
	22
	Route 405/605 interchange to Route 1

	Long Beach Grand Prix
	47
	Route 110 to Route 710

	
	405
	Route 605 to Route 110

	
	710
	Route 91 to Route 47

	Los Angeles Coliseum
	10
	Crenshaw Blvd to Route 5/10/60/101 Interchange

	
	110
	Route 105 to Route 101

	Los Angeles County Fair
	10
	Route 605 to Mills Ave (San Bernardino County Line)

	
	57
	Route 60 to Route 210

	
	71
	Mission Blvd to Route 57

	
	210
	Grand Ave to Baseline Rd (San Bernardino County Line)

	Los Angeles Marathon
	5
	Route 10 to Route 134

	
	NB 101
	Route 10/101 Interchange to Highland Ave

	
	SB 101
	Route 101/134/170 Interchange to Route 10/101 Interchange

	
	NB 110
	Route 10 to Route 5

	
	NB 405
	Route 90/405 Interchange to Santa Monica Blvd

	
	SB 405
	Sunset Blvd to Santa Monica Blvd

	Los Angeles Music Center
	101
	Route 10/101 Interchange to Glendale Blvd

	
	110
	Route 10 to Route 5

	Mexican Independence celebration at Whittier Narrows Recreation Area
	60
	Paramount Blvd to Route 605

	Olvera Street Festivals
	101
	Route 10/101 Interchange to Vermont Ave

	Rose Bowl events
	2
	Colorado Blvd to Route 210

	
	110
	Route 101 to Glenarm St

	
	134
	Route 5 to Route 210

	
	210
	Route 2 to Route 605

	
	710
	Del Mar Blvd to Route 210

	Rose Parade float viewing
	EB 210
	Route 134 to Rosemead Blvd

	
	WB 210
	Route 605 to Allen Ave

	Santa Anita Race Track
	EB 210
	Lake Ave to Huntington Dr

	
	WB 210
	Route 605 to Baldwin Ave

	Staples Center/ Los Angeles Convention Center
	10
	Route 5/10/60/101 Interchange to Crenshaw Blvd

	
	110
	Route 105 to Route 101

	StubHub Center
	91
	Route 110 to Central Ave

	Point Mugu Air Show
	1
	Las Posas Rd to Rose Ave

	
	101
	Route 23 to Route 126

	Ventura County Fair
	33
	Ventura Ave to Route 101

	
	101
	Oxnard Blvd (Route 1) to Route 33

	Ventura Strawberry Festival
	1
	Las Posas Rd to Rose Ave

	
	101
	Route 23 to Route 126



Pars. 30–36. Use applicable paragraphs if work involves city street closures. Edit for street name, chart no., and hours, as applicable.
30
You may completely close _____ during the hours shown on chart no. _____ for falsework installation and removal and girder erection. When _____ is completely closed, detour traffic as shown on the traffic handling plans.
31
You may close city street lanes using reversible control on _____ as shown on chart no. _____, Mondays through Fridays.
32
Do not perform work on city streets that interferes with traffic between 0600 and 0900 or between 1500 and 1900 hours.
33. Use if personal vehicles of the Contractor's employees may be parked within the right-of-way but only at a designated area.
Personal vehicles of the Contractor's employees must not be parked within the right-of-way except in the area _____.
34. Use if Standard Plan T10 is included for a freeway or expressway.
If work vehicles or equipment are parked within 6 feet of a traffic lane of a freeway or expressway, close the shoulder area as shown.
35. Use if there are routes where Standard Plan T10 does not apply. Insert the routes.
For work at_____________________________________, close the shoulder area with fluorescent orange traffic cones or portable delineators. Place the cones or delineators on a taper in advance of the parked vehicles or equipment and along the edge of the traveled way at 25-foot intervals to a point not less than 25 feet past the last vehicle or piece of equipment. Use at least 9 cones or delineators for the taper. Use W21-5, "Shoulder Work," W21-5b, "Right/Left Shoulder Closed Ahead," and C30A(CA), "Shoulder Closed," signs mounted on crashworthy, portable sign supports with flags. The signs must be 48 by 48 inches and placed at an authorized location. If a cone or delineator is displaced or overturned, immediately restore the device to its original position or location.
36. Use for miscellaneous usable waterways not provided for by a PLAC.
For bridges, embankments, falsework, or other temporary work constructed within the limits of the usable channel of _________________________________, provide 1 opening for the passage of small boats. The opening must have a horizontal clearance of not less than 20 feet measured normal to the direction of flow and a vertical clearance of not less than 8 feet measured from the normal water elevation. The opening and the approach channels must be marked under 14 CA Code of Regs § 7000 et seq.
[bookmark: OLE_LINK3]Pars. 37–38. Use if falsework openings and falsework lighting are required.
37
At each location where falsework is constructed over a street or route shown in the following table, provide openings through the bridge falsework. The type, minimum width, height, and number of openings at each location, and the location and maximum spacing of the falsework lighting, if required, must comply with the requirements shown in the following table. The width of vehicular openings is the clear width between temporary railings or other protective work.
38. Add the location and spacing of falsework pavement lighting from the table below. Omit the spacing of falsework pavement lighting if the pavement length between portals is expected to be 30 feet or less.
The width shown is for standard width openings. For nonstandard widths, use the location and spacing of pavement lighting for the next wider opening.
	R=Right side of traffic
	L=Left side of traffic
	C=Centered overhead



	Freeway Traffic Opening

	1 Lane
	25 ft
	R30

	2 Lanes
	37 ft
	R and L 40 staggered 1/2 space

	3 Lanes
	49 ft
	R and L 30

	4 Lanes
	61 ft
	R and L 40 with C 40 staggered 1/2 space

	
	
	

	Nonfreeway Traffic Opening

	1 Lane
	20 ft
	R 22.5

	2 Lanes
	32 ft
	R and L 30 staggered 1/2 space

	2 Lanes
	40 ft
	R and L 22.5 with 8 ft shoulders

	3 Lanes
	52 ft
	R and L 22.5

	4 Lanes
	64 ft
	R and L 22.5 with C 22.5 staggered 1/2 space



	
___________________________________________
Structure identification
(e.g., Str. no., Street name, Route no.)

	
	Number
	Width
(feet)
	Height
(feet)

	Vehicle openings
	
______
	
______
	
______

	Pedestrian openings
	
______
	
______
	
______

	

	
	Location
	Spacinga
(feet)

	Falsework pavement lighting
	
____________
	
___________

	NOTE:
R = Right side of traffic
L = Left side of traffic
C = Centered overhead
aSpacing is the maximum distance from center to center between fixtures.



	[bookmark: OLE_LINK5]
___________________________________________
Structure identification
(e.g., Str. no., Street name, Route no.)

	
	Number
	Width
(feet)
	Height
(feet)

	Vehicle openings
	
______
	
______
	
______

	Pedestrian openings
	
______
	
______
	
______

	

	
	Location
	Spacinga
(feet)

	Falsework pavement lighting
	
____________
	
___________

	NOTE:
R = Right side of traffic
L = Left side of traffic
C = Centered overhead
aSpacing is the maximum distance from center to center between fixtures.



39. Use only for special roadways (e.g., fire utility access, quasi-public roads) with very light traffic. Falsework lighting is required and no temporary railing is provided in falsework opening.
	1 Lane
	20 ft
	R 22.5

	2 Lanes
	32 ft
	R and L 22.5 staggered 1/2 space



Temporary railing is not required at the locations shown in the following table. In addition to the falsework pavement lighting shown, illuminate each side of each vehicular passageway between portals with a string of yellow 25 W lamps spaced at 12-foot intervals, mounted at a height from 8 to 8-1/2 feet above the pavement.
	
___________________________________________
Structure identification
(e.g., Str. no., Street name, Route no.)

	
	Number
	Width
(feet)
	Height
(feet)

	Vehicle openings
	
______
	
______
	
______

	Pedestrian openings
	
______
	
______
	
______

	

	
	Location
	Spacinga
(feet)

	Falsework pavement lighting
	
____________
	
___________

	NOTE:
R = Right side of traffic
L = Left side of traffic
aSpacing is the maximum distance from center to center between fixtures.



40
The Engineer determines the exact location of the openings.
Pars. 41–43. Use if the project includes bridges that require the erection of precast girders or falsework.
41. Use for precast members. Edit the route information.
Precast concrete members must not be cast within the right-of-way of Route _____.
42. Use for precast or steel bridge girders. Edit for the type of girder and route/street information.
Erect __________ girders over Route _____     _________ Street one span at a time. During girder erection, traffic in the lanes over which girders are being placed must be detoured or stopped.
43. Edit for the type of operation. Insert (1) "girders" or "falsework," (2) "in 1 span" or "over any 1 span," and (3) "before detouring" or "before stopping."
Have the necessary materials and equipment on site to erect or remove the _________ traffic.

44
Delete the 1st paragraph of section 12-4.02B.

45. Use if a portion of the bridge may be occupied. Insert the width of bridge roadway that may be occupied.
Add to section 12-4.02C:
You may occupy one ____foot width of the bridge roadway, adjacent to the curb, during cleaning and painting operations. Only occupy 1 side of the bridge at a time.
