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Section 12-4.05B. Use for multilane highways.
Edit the chart title and use as many charts as needed. Do not duplicate the introduction (i.e., Replace "Reserved" in section . . .) for multiple charts.
Edits do not require approval by the SSP Owner, but must be verified by the District Traffic Manager.

Replace "Reserved" in section 12-4.05B with:
	Chart no. __
Freeway/Expressway Lane Requirements

	County:
	Route/Direction:
	PM:

	Closure limits:

	Hour  24   1     2    3     4    5     6    7     8     9   10  11   12  13   14  15  16   17  18   19  20   21  22   23 24
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Legend:

	Delete [cut] any legend not used.
Do not use shading or crosshatching. 1/2-hour increments can be accomplished by splitting the appropriate cell. Place the cursor inside the cell, right click, on the mouse, and select split cell.
Edit for right or left shoulder closure. Do not edit if both shoulder closures apply.

	1
	Provide at least 1 through freeway lane open in direction of travel

	
	

	2
	Provide at least 2 adjacent through freeway lanes open in direction of travel

	
	

	3
	Provide at least 3 adjacent through freeway lanes open in direction of travel

	
	

	4
	Provide at least 4 adjacent through freeway lanes open in direction of travel

	
	

	5
	Provide at least 5 adjacent through freeway lanes open in direction of travel

	
	

	S
	Shoulder closure allowed (right / left)

	
	

	N
	No work allowed

	
	

	
	Work allowed within the highway where shoulder or lane closure is not required

	
	

	REMARKS:



