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Section 14-6.09. Use if motorized equipment or vehicles need to cross wetlands and permits to use mats have been obtained.

Replace section 14-6.09 with:
14-6.09  TEMPORARY WETLAND PROTECTION MAT
14-6.09A  General
14-6.09A(1)  Summary
1
Section 14-6.09 includes specifications for installation and removal of temporary wetland protection mats to minimize damage to wetlands.
2
You may use mats to cross wetlands if specifically permitted by regulatory agencies. Furnish, install, maintain, and remove the wetland protection mats in a manner consistent with laws, regulations, and PLACs.
3
14-6.09A(2)  Definitions
temporary wetland protection mat: Device placed temporarily on a wetland to minimize damage to the wetland soils and habitat.
14-6.09A(3)  Submittals
4
Submit for acceptance a schedule for the placement and removal of wetland protection mats. Include location, mat type, and placement and removal dates for each location. Describe the method of installing and removing wetland protection mats.
5
Submit a certificate of compliance for temporary wetland protection mat.
6
14-6.09A(4)  Quality Control and Assurance
Prevent permanent damage and minimize temporary damage to wetlands according to permit requirements.
14-6.09B  Materials
7
Mats must be designed for use as temporary roadways and to protect the ground without ground preparation. Mats must be made of HDPE and be a minimum of 4 feet wide, 8 feet long, and 1/2 inch thick. Mats must have a load-bearing capacity of 60 tons or greater.
14-6.09C  Construction
8
14-6.09C(1)  General
Not Used
14-6.09C(2)  Installation
9
Mats must be free of all soil, seeds, or other organic or hazardous material before entering the work area.
10
Do not install mats in a wetland or cross the wetland until receiving written acceptance from the Engineer for the temporary wetland crossing.
11
Conduct all temporary installation activities from areas outside of wetlands or on mats.
12
14-6.09C(3)  Inspection
Inspect, clean, and maintain mats. Immediately replace or repair damaged or broken mats.
13
14-6.09C(4)  Removal
Remove mats when wetland crossing is no longer needed. Remove mats to an appropriate washout location and clean before transporting offsite. The washout location must be outside of wetlands and ESAs and inside the cleared work area where wash-water and other material will not transport into any wetlands, streams, or ESAs.
14
14-6.09D  Payment
Not Used
