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Section 15-2.02B(3). Use if planing of existing pavement is required.
Show the maximum depth to be planed at each location on the plans.

Replace section 15-2.02B(3) with:
15-2.02B(3)  Cold Planing Asphalt Concrete Pavement
15-2.02B(3)(a)  General
Pars. 1–3. Use if HMA must be placed over cold planed areas during the same work shift as the cold planing.
1. If par. 1 applies to only some locations and not others, insert locations in the list.
If par. 1 applies to all locations, delete:
	"At the locations listed below,"
	List
	Par. 2
At the locations listed below, schedule cold planing activities to ensure that cold planing, placement of HMA, and reopening the area to traffic is completed during the same work shift:
1.	____
2.	____
3.	____

2. Insert the time as hours or days. The minimum is 24 hours and the maximum is 7 days.
For locations not listed above, schedule cold planing activities such that not more than ___________ elapses between the time the pavement is cold planed and the HMA is placed.
3. Delete "At the locations listed above," if there is no list in par. 1.
At the locations listed above, if you do not complete HMA placement before opening the area to traffic, you must:
1.	Construct a temporary HMA taper to the level of the existing pavement.
2.	Place HMA during the next work shift.
3.	Submit a corrective action plan that shows you will complete cold planing and placement of HMA in the same work shift. Do not resume cold planing activities until the corrective action plan is authorized.

4. Use if HMA is not required to be placed over cold planed areas during the same work shift as the cold planing. Insert the time as hours or days. The minimum is 24 hours and the maximum is 7 days. Delete pars. 1–3.
Schedule cold planing activities such that not more than ___________ elapses between the time the pavement is cold planed and the HMA is placed.
15-2.02B(3)(b)  Materials
5
Use the same quality of HMA for temporary tapers that is used for the HMA overlay or comply with the specifications for minor HMA in section 39.
15-2.02B(3)(c)  Construction
15-2.02B(3)(c)(i)  General
6
Do not use a heating device to soften the pavement.
7
The cold planing machine must be:
1.	Equipped with a cutter head width that matches the planing width. If the cutter head width is wider than the cold plane area shown, you may request to use the wider cutter head. Do not cold plane with the wider cutter head unless authorized.
2.	Equipped with automatic controls for the longitudinal grade and transverse slope of the cutter head and:
2.1.	If a ski device is used, it must be at least 30 feet long, rigid, and a 1-piece unit. The entire length must be used in activating the sensor.
2.2.	If referencing from existing pavement, the cold planing machine must be controlled by a self-contained grade reference system. The system must be used at or near the centerline of the roadway. On the adjacent pass with the cold planing machine, a joint-matching shoe may be used.
3.	Equipped to effectively control dust generated by the planing operation.
4.	Operated such that no fumes or smoke is produced.

8
Replace broken, missing, or worn machine teeth.
15-2.02B(3)(c)(ii)  Grade Control and Surface Smoothness
9
Furnish, install, and maintain grade and transverse slope references.
10
The depth, length, width, and shape of the cut must be as shown or as ordered. The final cut must result in a neat and uniform surface. Do not damage the remaining surface.
11
The completed surface of the planed asphalt concrete pavement must not vary more than 0.02 foot when measured with a 12-foot straightedge parallel with the centerline. With the straightedge at right angles to the centerline, the transverse slope of the planed surface must not vary more than 0.03 foot.
12
Where lanes are open to traffic, the drop-off of between adjacent lanes must not be more than 0.15 foot.
15-2.02B(3)(c)(iii)  Temporary HMA Tapers
13
If a drop-off between the existing pavement and the planed area at transverse joints cannot be avoided before opening to traffic, construct a temporary HMA taper.
14
Completely remove temporary tapers before placing permanent surfacing.
15-2.02B(3)(c)(iv)  Removal of Planed Material
15
Remove cold planed material concurrent with planing activities so that removal does not lag more than 50 feet behind the planer.
16. Use if planed material is to be stockpiled or recycled. Include the location where salvaged materials are to be stockpiled.
Haul and stockpile planed materials at_______.
15-2.02B(3)(d)  Payment
17. Use if there is a bid item for cold plane asphalt concrete pavement or cold plane asphalt concrete pavement and base.
Payment for removal of pavement markers, thermoplastic traffic stripe, painted traffic stripe, and pavement marking within the area of cold planing is included in the payment for cold plane asphalt concrete pavement of the types shown in the Bid Item List.
18. Use if there is no bid item for cold plane asphalt concrete pavement or cold plane asphalt concrete pavement and base.
Not Used
