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Section 46-2.03A. Use for ground anchors with project-specific geotechnical conditions or with a grout cover over the corrugated sheathing of other than 1 inch.

[bookmark: _GoBack]Pars. 1–3. Use for project-specific geotechnical considerations.
Add to section 46-2.03A:
1. Use for expected difficult ground anchor installation.
Insert the location of the difficult installation. Insert the conditions that affect ground anchor installation as described in the foundation report. Insert other conditions that may apply, such as: low overhead clearance, underground utilities, overhead utilities, noise control, vibration monitoring, staged construction, and traffic control.
Verify and obtain concurrence from Geotechnical Services.
Use multiple pars. if foundation reports show differing conditions:
1. Along the ground anchor wall. Insert stations and elevations as provided in the foundation report.
2. For different structures.
Add additional item numbers, if necessary. If only 1 or 2 conditions apply, change the format from a list to a normal sentence.
Expect difficult ground anchor installation at ______ due to the presence of the following conditions:
1.	________
2.	________
3.	________

2. Use for horizontal ground anchors installed under a spread footing for a structure or if caving of the drilled hole could be detrimental to an existing structure. Insert the location of the ground anchors. Add stations if necessary. Create a table format for multiple locations.
Install the top level of ground anchors at ________ in drilled holes advanced with drill casing. Withdraw the drill casing as the grout is being placed in the drilled hole, keeping the end of the casing immersed in the grout.
3. Use if the ground anchors will pass through slide planes or foundation material with significant voids. Insert the location of the voids. Add stations and elevations if necessary. Create a table format for multiple locations. Confirm with the designer and Geotechnical Services.
At _________ you may encounter voids in the foundation material along the length of the drilled hole that affect drilling and grouting. Use measures such as a grout sock to avoid the excessive loss of grout into the voids encountered

4. Use if the designer requires a grout cover over the corrugated sheathing of other than 1 inch. Insert the thickness of the cover.
Replace the 9th paragraph of section 46-2.03A with:
The diameter of the drilled hole must be large enough to provide a minimum grout cover of ___ inches over the corrugated sheathing for the full length of the tendon.
