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Section 49-2.01C(2). Use when revising the specifications for driving equipment.

Add to section 49-2.01C(2):
1. Use only for locations with low overhead clearance, generally < 20 feet.
You may use internal drop hammers that strike the tip of closed ended piles or impact hammers that do not comply with the minimum energy requirements, to advance piles to within 3 feet of the specified tip elevation at the locations shown in the following table:
	Bridge name or no.
	Abutment no.
	Bent no.

	
	
	

	
	
	

	
	
	



2. Use only for sheet piles or for CISS piles that have no geotechnical capacity along the length of the pile or casing. Delete "at ... table:" when the table is not used. Delete "rotators, or oscillators" when this paragraph is used for sheet piles only.
You may use vibratory hammers, rotators, or oscillators to install sheet piles or steel shells for CISS concrete piles at the locations shown in the following table:
	Bridge name or no.
	Abutment no.
	Bent no.

	
	
	

	
	
	

	
	
	



3. Use for boulders, clay lenses, and other natural obstructions to pile driving, including abandoned culverts, slabs, footings, etc. Depth of excavation at uplift piles should be limited. Use only with steel piles. Edit as necessary.
If you encounter obstructions to driving, provide special driving tips or heavier pile sections, or subexcavate below the bottom of footing, or take other measures to prevent damage to the pile during driving.
