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Section 59-11. Use for applying a Natina stain to galvanized surfaces.
Do not use to stain aluminum or aluminized surfaces.

Replace "Reserved" in section 59-11 with:
59-11.01  GENERAL
59-11.01A  Summary
1
Section 59-11 includes specifications for staining galvanized surfaces to achieve a rustic brown color with a matte finish.
2. Delete if the staining work is described in the section for the item to be stained and if there is no pay item for staining galvanized surfaces. Insert the types of materials to be stained. If there are multiple locations and types of materials to be stained, create a table.
Apply the stain to all visible galvanized surfaces of _________________.
59-11.01B  Definitions
3
Not Used
59-11.01C  Submittals
4
Submit the following:
1.	Product data, including the manufacturer's product sheet, MSDS, and instructions for application of the stain
2.	Certificate of compliance for the stain
3.	Work plan showing methods to control overspray and spillage and protect adjacent surfaces during staining

59-11.01D  Quality Control and Assurance
5. Edit the size of the test section if necessary. If separate test sections are required for each type of material to be stained, use multiple paragraphs and insert the type of each material to be stained.
Apply the stain to a minimum 2-foot-long test section.
6
The test section may be a section of the surface to be stained if authorized.
7
The test section must be:
1.	Prepared and stained using the same materials, equipment, and methods to be used in the staining work
2.	Allowed to cure as specified in the manufacturer's instructions
3.	Authorized before starting the staining work

8
Notify the Engineer at least 5 business days before staining the test section.
9
If ordered, prepare and stain additional test sections. If more than 1 additional test section is ordered, this is change order work.
10
The Engineer uses the authorized test section to determine the acceptability of the staining work.
59-11.02  MATERIALS
11
The stain must be Natina Steel from Natina Products, LLC.
12. Use if the price quote includes the cost of application. Enter the price per linear foot from the price quote. Edit the unit of measure if necessary to match the price quote.
The quoted price for materials and application for the stain is $_______ per linear foot of galvanized surfaces to be stained, and includes sales tax and delivery of the stained materials to the job site.
13. Use if the price quote does not include the cost of application. Enter the price per linear foot from the price quote. Edit the unit of measure if necessary to match the price quote.
The quoted price for materials for the stain is $_______ per linear foot of galvanized surfaces to be stained, and includes sales tax and delivery of the Natina stain to the job site.
14
You may obtain the stain from:
Natina Products, LLC
PO Box 4563
Palm Desert, CA 92261
(877) 762-8462

15. Enter the date (month/day/year) that the price quote is good until. It should be at least a year from the date of the price quote.
The quoted price is good until ________.
16
59-11.03  CONSTRUCTION
59-11.03A  General
Not Used
17
59-11.03B  Preparation
Before applying the stain:
1.	Identify and obtain authorization for the surfaces to be stained
2.	Remove oils, dirt, and other contaminants from surfaces to be stained
3.	Dry all surfaces to be stained

59-11.03C  Application
18
Stain the galvanized surfaces under the manufacturer's instructions to achieve a color consistent with or as close as possible to the authorized test section color. Apply stain only to thoroughly dry surfaces during periods of favorable weather.
19
Protect adjacent surfaces during staining using an authorized method.
20
Keep stained galvanized surfaces dry following the application of the stain as specified in the manufacturer's instructions.
21
Repair stained surfaces damaged during work activities with materials equal to that of the specified stain.
59-11.04  PAYMENT
22
Not Used
