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Section 61-1.01D(2)(a). Use for field leakage testing of culvert and drainage pipes (1) where settlement is expected to be in excess of 3 inches, (2) for areas having fine cohesionless soils, or (3) whenever infiltration or exfiltration water quality issues exist (e.g., water permits, local agency regulations, etc.).

1. Use if settlement of pipeline is expected to be in excess of 3 inches. Modify number of days as necessary to ensure adequate settlement of embankment; otherwise delete and delete heading.
Replace the 11th paragraph of section 61-1.01D(2)(a)(i) with:
Perform final leakage testing of culverts and drainage pipes from 30 to 45 days after you install the pipe and complete backfilling unless a different time period is authorized.

2. Use par. 2 for fine cohesionless soils and delete par. 3. Delete heading if neither par. 2 or 3 is used.
Replace the 1st sentence of item 2, paragraph 1 of section 61-1.01D(2)(a)(ii) with:
Leakage must not be greater than 600 gallons per inch of nominal pipe diameter per mile of pipe per day with a minimum test pressure of 6 feet of water column above the pipe crown at the upper end of the pipe or above the active groundwater table, whichever is higher.
3. Use whenever infiltration or exfiltration water quality issues exist, (e.g., water permits, local agency regulations, etc.) and delete par. 2.
Leakage must not be greater than 200 gallons per inch of nominal pipe diameter per mile of pipe per day with a minimum test pressure of 6 feet of water column above the pipe crown at the upper end of the pipe or above the active groundwater table, whichever is higher.
