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Section 72-11.01. Use for either of the following:
1.  Test panel is required for slope paving
2.  Slope paving is colored, but a test panel is not required

Pars. 1–6. Use if a test panel is required.
1. Use if a test panel is required for all slope paving locations. Delete par. 2.
Add to section 72-11.01A:
Construct a test panel at the job site before placing the permanent slope paving.

2. Use if a test panel is required for some slope paving locations and not others. Delete par. 1.
Add to section 72-11.01A:
For the following slope paving locations, construct a test panel at the job site before placing the permanent slope paving at the following locations:
1.	________________
2.	________________

Pars. 3–6. Use with either par. 1 or 2. Edit to suit work.
3. Insert the sample panel number. Insert the location for the Department's sample panel. If the address is not listed in section 1, add it.
The color and texture of the test panel and the finished slope paving must match the Department's sample panel no. ___. The Department sample panel is available at District _______ and Offices of Structure Design, Documents Unit.
4
The test panel must be:
1.	At least 4 by 6 feet
2.	Constructed with the same materials for the permanent work
3.	Finished and cured using the same methods for the permanent work

5
If the test panel is rejected, construct another test panel.

6
Replace the 3rd paragraph in section 72-11.01B with:
If the Department's sample panel is colored, color the slope paving by mixing a fine ground, synthetic mineral oxide into the concrete. The synthetic mineral oxide must be specifically manufactured for coloring concrete. The coloring agent must be uniformly and homogeneously mixed with the concrete.

Pars. 7 and 8. Use either par. 7 or 8 if slope paving is colored and a test panel is not required.
7. Use if the color is no. 30450 (tan) as shown in the standard specifications. Delete par 8.
Add to section 72-11.01B:
Color the slope paving.

8. Use if the color is not no. 30450 (tan).
If there is only one color of slope paving:
1.  Replace the second sentence with "After curing and when air dry, the slope paving color must comply with color no._____ of FED STD 595." Insert the color no.
2.  Delete the table
3.  Delete par. 7.
Replace the 3rd paragraph in section 72-11.01B with:
Color the slope paving by mixing a fine ground, synthetic mineral oxide into the concrete. The synthetic mineral oxide must be specifically manufactured for coloring concrete. The coloring agent must be uniformly and homogeneously mixed with the concrete. After curing and when air dry, the slope paving color must comply with the color number and corresponding location shown in the following table:
	Color no. of FED STD 595
	Slope paving location

	
	

	
	

	
	



