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Standard Special Provision Update
April 20, 2012

2010 SSPs used with 2010 Standard Plans:
	SSPNo
	Effective Date
	Description
	Update



	SN-936
	A04-20-12
	--
	Changed the instructions to indicate that this special notice applies to projects having Monday as well as Friday bid openings.

	STDPLN
	A04-20-12
	Standard Plans List
	Revised the Standard Plans List to coincide with the Revised Standard Plans for the 2010 Standard Plans Erratum No. 3.

	RSS
	A04-20-12
	
	The following sections are revised: 1, 2, 8, 9, 13, 21, 29, 30, 37, 39, 41, 46, 49, 50, 52, and 54

	1-1.01
	A04-20-12
	
	Added:
Asbestos compliance plan
Anti-graffiti coating
Deleted:
Construction site management
Asbestos compliance plan (naturally occurring asbestos)

	7-1.02K(6)(e)
	A04-20-12
	Scaffolding
	1.	A few minor wording changes throughout to provide clarity.
2.	Reorganized the 2010 SSP.
3.	Added instructions at the top of the 2010 SSP to clarify when the SSP is to be included in the Special Provisions (carried over the original instructions from the 2006 SSP).  These usage instructions were deleted from the 2010 SSP in error.
4.	Added language such that the SSP will not inadvertantly apply to scaffolding at sound walls, retaining walls, and buildings (unless edited otherwise).
5.	Added back into the 2010 SSP the requirement for an engineer (in addition to the independent reviewer) to stamp the shop drawings and calculations, which was deleted in error during the 2010 conversion.
6.	Added load and design requirements for scaffolding systems when they are on or suspended from a bridge.  The updates were requested by Structure Maintenance to ensure that overloading of the existing structure does not occur.
7.	Changed the number of days provided for the Engineer's review to fill-in-the-blank to account for the complexity of the work.

	12-4.05B
	A04-20-12
	--
	Added instructions to not duplicate the introduction for multiple charts.

	12-4.05C
	A04-20-12
	--
	Added instructions to not duplicate the introduction for multiple charts.

	12-4.05D
	A04-20-12
	--
	Added instructions to not duplicate the introduction for multiple charts.

	12-4.05E
	A04-20-12
	--
	Added instructions to not duplicate the introduction for multiple charts.

	12-4.05F
	A04-20-12
	--
	Added instructions to not duplicate the introduction for multiple charts.

	12-4.05G
	A04-20-12
	--
	Added instructions to not duplicate the introduction for multiple charts.

	12-8_X1
	A04-20-12
	Temporary Pavement Delineation
	Deleted unnecessary payment clauses.

	12-8_X3
	A04-20-12
	Temporary Pavement Delineation
	Deleted unnecessary payment clauses.

	14-11.03
	A04-20-12
	Material Containing Hazardous Waste Concentrations of Aerially Deposited Lead
	Style changes to match existing 2010 sections per Jill.

	14-11.05
	A04-20-12
	Naturally Occurring Asbestos
	Revised organization to match existing 2010 specifications per Jill Sewell.

	14-11.07
	A04-20-12
	Remove Yellow Traffic Stripe and Pavement Marking with Hazardous Waste Residue
	Changed EPA test method for chromium from Method 7000 series to 6010B series.

	14-11.09
	A04-20-12
	Treated Wood Waste
	Updated web site reference for TWW disposal facilities.

	15-5.06
	A04-20-12
	--
	Language for longitudinal tining (quiet deck) added for deck surface texture on bridge widenings.

	24-3
	A04-20-12
	Cement Stabilized Soil
	New specification to stabilize soil with cement. 

	39-1.01
	A04-20-12
	--
	Revised to add instructions for when to use Method, Standard, or QC/QA construction method.

	39-1.03B
	A04-20-12
	--
	Revised due to new policy to calculate OBC as a percentage of total weight of HMA mix instead of weight of dry aggregate.

	39-1.20
	A04-20-12
	--
	Revised due to new policy to calculate OBC as a percentage of total weight of HMA mix instead of weight of dry aggregate.

	39-1.23
	A04-20-12
	--
	Revised due to new policy to calculate OBC as a percentage of total weight of HMA instead of weight of dry aggregate. 

	39-1.24
	A04-20-12
	--
	Revised due new policy to calculate OBC as a percentage of total weight of HMA mix instead of weight of dry aggregate.

	39-1.25
	A04-20-12
	--
	Revised due to new policy to calculate OBC as a percentage of total weight of HMA mix instead of weight of dry aggregate.

	39-1.26
	A04-20-12
	--
	Revised due to new policy to calculate OBC as a percentage of total weight of HMA mix instead of weight of dry aggregate.

	39-1.27
	A04-20-12
	--
	Revised due to new policy to calculate OBC as a percentage of total weight of HMA mix instead of weight of dry aggregate.

	39-1.31
	A04-20-12
	Warm Mix Asphalt Technology Option
	New SSP to allow the contractors to use an approved warm mix asphalt technology for HMA Type A, Type B, or RHMA-G.

	39-1.32
	A04-20-12
	Hot Mix Asphalt with Warm Mix Asphalt Technology
	New SSP for projects that require the use of warm mix asphalt technologies.

	39-1.33
	A04-20-12
	Hot Mix Asphalt Open Graded Friction Course with Warm Mix Asphalt Technology
	New SSP for HMA OGFC with warm mix asphalt technology.

	46-2.01D(2)(a)
	A04-20-12
	--
	Added instructions for how many anchors to test, which was left out in error during the plain language conversion.

	51-1.03C(2)(c)(i)
	A04-20-12
	--
	Minor revision. Added "or marine environments" in the instructions. Added  "deck" to the 1st paragraph.

	51-1.03F(5)(b)(i)
	A04-20-12
	--
	The language for longitudinal tining (quiet deck) for deck surface texture on bridge widenings was added as an RSS. The SSP section no. moved one level down and only it now addresses deck surface texture requirement on new bridge decks other than widenings.

	84-6
	A04-20-12
	
	Instructions revised again per R. McLaughlin to include use on other types of pavement, and advising that works best on porous pavements. Revision requested in response to NSSP requests to use on pavements other than OGFC.






