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Section 10-2.03C. Use for a building project designed under the LEED 2009 Reference Guide if IEQ Credit 3.1 or 3.2 is sought. If seeking only 1 of the 2 credits, delete specifications for the other.

Replace section 10-2.03C with:
10-2.03C  Indoor Air Quality Management
1
Section 10-2.03C includes specifications for complying with LEED IEQ Credit 3.1 and 3.2 for reducing or avoiding construction impacts on IAQ.
2. Use if IEQ Credit 3.1 is sought
For IEQ Credit 3.1, submit:
1.	Construction IAQ management plan addressing control measures to be used during construction
2.	Schedule of temporary air filtration media, including manufacturer, model no., MERV rating, and location of installed filter
3.	Documentation as to whether HVAC system was used during construction
4.	Documentation that each installed filter was replaced before occupancy
5.	Product data for temporary and permanent filtration media
6.	6 photographs taken at 3 different occasions during construction to document control measures used with a brief description of the Sheet Metal and Air Conditioning Contractors' National Association (SMACNA) approaches used

3. Use if  IEQ Credit 3.2 is sought.
Use items 2 and 3 if performing building flush-out instead of air quality testing. If used, delete item 4.
Use item 4 if performing air quality testing instead of building flush-out. If used, delete items 2 and 3.
For IEQ Credit 3.2, submit:
1.	Construction IAQ management plan addressing measures before occupancy
2.	Documentation describing building air flush-out procedures used, including starting and ending dates and documentation that filtration media were replaced after flush-out
3.	Product data for filtration media used during flush-out and installed before occupancy
4.	Report from a testing and inspection agency of air quality testing showing compliance of results, procedures, and protocols with LEED requirements

4. Use 1 version of item 3; delete the other. Use item 4 if IEQ Credit 5 is sought.
For IEQ Credit 3.1, prepare a construction IAQ management plan covering measures to be used during construction. The measures must include:
1.	Achieving or exceeding the recommended control measures of SMACNA IAQ Guidelines for Occupied Buildings Under Construction, 2nd Edition 2007, chapter 3. Include measures for HVAC protection, source control, pathway interruption, housekeeping, and scheduling
2	Protecting stored on-site and installed absorptive materials from moisture damage
3.	Not using permanently installed air handlers during construction
3.	Providing filtration media with a MERV of 8 at each return air grille and replacing filtration media immediately before occupancy if permanently installed air handlers are used during construction
4.	Installing MERV 13 filtration media immediately before occupancy as required under IEQ Credit 5, Indoor Chemical and Pollutant Source Control

5. Use " the following . . . used" if the choice of method is allowed. If the choice is not allowed, delete the item not allowed..
Delete " from which . . . used" if the Contractor may choose the alternative.
For IEQ Credit 3.2, prepare a construction IAQ management plan covering measures before occupancy. Include the following alternate compliance methods from which the Department may choose:
1.	After construction ends and before occupancy and with all interior finishes installed, install new filtration media and perform a building flush-out by supplying a total air volume of 14,000 cubic feet of outdoor air per square foot of floor area while maintaining an internal temperature of at least 60 degrees F and relative humidity no higher than 60 percent.
2.	After construction ends and before occupancy and with all interior finishes installed, conduct baseline IAQ testing using testing protocols and methods as described in the LEED Reference Guide. Conduct sampling, testing, flush-out, and additional testing until the maximum concentrations given in the LEED Reference Guide are not exceeded for the following contaminants: formaldehyde, particulates (PM10), total volatile organic compounds (TVOCs), 4-phenylcyclohexene (4-PCH), and carbon monoxide.

6
Implement construction IAQ management plans as authorized by the Department.
