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Section 12-4.03. Include for emergency force account contracts or if estimated damages equal or exceed $6,000 per hour for a mainline segment or a connector closure.

1. May be used on conventional highways and freeways where the traffic demand is low enough that restricting the Contractor's access during the week to accommodate a daily commute is not necessary. Weekend and holiday restrictions are allowed.
Delete the 4th paragraph of section 12-4.03.

2. Use for emergency force account contracts.
Delete the 5th through 11th paragraphs of section 12-4.03.

3. Include if estimated damages equal or exceed $6,000 per hour for a mainline segment or a connector closure. The District Traffic Operations office will calculate the damages. The concurrence of the Regional or District Division Chief of Construction is required when damages are included. Edit the number and type of facilities as appropriate. Calculate damages as follows:

	Mainline or connector
	For the 1st half hour, use the higher of the following:
1.	50% of the amount for 10-minute intervals
2.	$1,000 per 10 minutes

For the 2nd half hour, use the higher of the following:
1.	75% of the amount for 10-minute intervals
2.	$1,000 per 10 minutes

For the 2nd hour and beyond, use the amount for 10-minute intervals.
	Example:
Amount = $18,000/hour based on traffic volumes over a 2-hour period

1st half hour = $3,000/10 minutes x 50% = $1,500/10 minutes (> $1,000/10 minutes)

2nd half hour = $3,000/10 minutes x 75% = $2,250/10 minutes (> $1,000/10 minutes)

2nd hour and beyond = $3,000/10 minutes



Add to section 12-4.03:
For each 10-minute interval or fraction thereof past the time specified to reopen the closure, the Department will deduct the amount per interval shown below from moneys due or that may become due the Contractor under the Contract. Damages are limited to 5 percent of the project cost per occurrence. Damages will not be assessed if the Engineer orders that the closure remain in place beyond the scheduled pickup time.
	Type of facility
	Route or segment
	Period
	Damages/interval ($)

	Mainline
	
	1st half hour
2nd half hour
2nd hour and beyond
	$xx / 10 minutes
$xx / 10 minutes
$xx / 10 minutes

	Connector
	
	1st half hour
2nd half hour
2nd hour and beyond
	$xx / 10 minutes
$xx / 10 minutes
$xx / 10 minutes



