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Section 20-2. Use to add, delete, or replace miscellaneous clauses for existing highway planting.

Use pars. 1 and 9 if "Maintain Existing Planted Areas" is a bid item. Delete par. 10.
1
Add to the list in the 1st paragraph of section 20-2.01B:
3.	A work plan for maintain existing planted areas.


2. Use if packet fertilizer is not required.
Replace the paragraph in section 20-2.02A with:
Packet fertilizer is not required.

3. Use if root stimulant is not required.
Replace section 20-2.02B with:
20-2.02B  Root Stimulant for Transplant Tree and Transplant Palm Tree
Root stimulant is not required.

Pars. 4–5. Choose the appropriate par..
4. Use if damaged transplanted trees are to be reduced to chips. Delete par. 5.
Replace the last paragraph in section 20-2.03B(1) with:
Reduce damaged transplanted trees to chips and spread within the job site. Spread chipped material at locations determined by the Engineer. Chipped material must not be substituted for mulch, nor must the chipped material be placed within areas to receive mulch.

5. Use if damaged transplanted trees are to be disposed of or reduced to chips. Delete par. 4.
Replace the last paragraph in section 20-2.03B(1) with:
Dispose of damaged transplanted trees or reduce to chips and spread within the job site. Spread chipped material at locations determined by the Engineer. Chipped material must not be substituted for mulch, nor must the chipped material be placed within areas to receive mulch.

6. Edit for the number of replacement trees.
Add to section 20-2.03B(2):
Plant _____ no.15-container size trees to replace the tree originally transplanted.


Pars. 7–8. Choose the appropriate par. based on plant establishment work.
Add to section 20-2.03C:
7. Use for roadway construction projects without plant establishment work.
Edit for number of working days. Delete par. 8.
Trees to be transplanted must be maintained from the time the trees are removed to the time of Contract acceptance, provided the Contract will not be accepted unless the trees have been satisfactorily maintained for at least ___ working days after transplanting has been completed.

8. Use for highway planting projects with plant establishment work. Delete par. 7.
Add to section 20-2.03C:
Trees to be transplanted must be maintained under plant establishment work.

9. Use pars. 1 and 9 if "Maintain Existing Planted Areas" is a bid item. Edit as required. Delete par. 10.
Add to section 20-2.03D:
After deficiencies are corrected, perform work to maintain existing planted areas in a neat and presentable condition and to promote healthy plant growth. Submit a work plan that includes weeding, weed control, fertilization, mowing and trimming of turf areas, watering, and controlling rodents and pests. The work plan must include the following requirements:
1.	Weeds must be killed in existing planted areas as shown. Weeds in existing plant basins, including basin walls, must be killed by hand pulling.
2.	Where pesticides are used to kill weeds, weeds must be killed before they reach the seed stage of growth or exceed 4 inches in length, whichever occurs first.
3.	Where weeds are to be killed by hand pulling, weeds must be hand pulled before they reach the seed stage of growth or exceed 4 inches in length, whichever occurs 1st, except for tumbleweeds. Dispose of weeds the same day they are pulled.
4.	Tumbleweeds must be killed by hand pulling before they reach the seed stage of growth or exceed 6 inches in length, whichever occurs 1st. Dispose of tumbleweeds the same day they are pulled.
5.	Weeds killed in existing planted areas must extend beyond the outer limits of the existing planted areas to the adjacent edges of paving, fences, proposed plants and planting areas, and the clearing limits as described in section 20-7.03B.
6.	Weeds must be killed within a 6 foot diameter area centered at each existing tree and shrub located outside of the existing planted areas.
7.	Pesticides used for maintaining existing planted areas must comply with section 20-1.02B.
8.	Water plants automatically if the new irrigation system for that area is operational.
9.	Existing plant basins, if still required as determined by the Engineer, must be kept well-formed and free of silt. If the existing plant basins need repairs, and the basins contain mulch, replace the mulch after the repairs are done.


10. Use if "Maintain Existing Planted Areas" is change order work. Delete pars. 1 and 9.
Replace section 20-2.03D with:
20-2.03D  Maintain Existing Planted Areas
Maintain existing planted areas as ordered. Maintain existing planted areas is change order work.

11. Use if the pruning of existing plants to be maintained is change order work.
Add to section 20-2.04:
Prune existing plants to be maintained as ordered. Pruning existing plants to be maintained is change order work.
