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Section 15-1.03B. Use if residue from grinding or cold planing contains lead from paint and thermoplastic and the average lead concentrations are less than 1,000 mg/kg total lead and 5 mg/L soluble lead.
Use for grinding or cold planing pavement and bridge decks.
Use if grinding or cold planing bituminous seals and polymer seals.
Do not use for (1) grooving or (2) cutting and removing chunks of pavement or bridge deck.
Do not use if high lead concentration yellow stripe or thermoplastic must be removed before grinding or cold planing. In these cases use SSP 14-11.07.
Use bid item 070030 Lead Compliance Plan (1 per project):

Replace section 15-1.03B with:
15-1.03B  Residue Containing Lead from Paint and Thermoplastic
1
Residue from grinding or cold planing contains lead from paint and thermoplastic. The average lead concentrations are less than 1,000 mg/kg total lead and 5 mg/L soluble lead. This residue:
1.	Is a nonhazardous waste
2.	Does not contain heavy metals in concentrations that exceed thresholds established by the Health and Safety Code and 22 CA Code of Regs
3.	Is not regulated under the Federal Resource Conservation and Recovery Act (RCRA), 42 USC § 6901 et seq.
Use if needed to clarify grinding location. Locations may include bridge decks, bridge approaches, and ramps.
4.	Is generated by grinding at:
4.1.	_________________
4.2.	_________________
Use if needed to clarify cold planing location. Locations may include bridge decks, bridge approaches, and ramps.
5.	Is generated by cold planing at:
5.1.	_________________
5.2.	_________________

2
Submit a lead compliance plan under section 7-1.02K(6)(j)(ii).
3
Payment for a lead compliance plan is not included in the payment for existing facilities work.
4
Payment for handling, removal, and disposal of grinding or cold planing residue that is a nonhazardous waste is included in the payment for the type of removal work involved.
