Standard Special Provision Update
February 6, 2009
	SSP No.
	Effective Date
	Description
	Update



Standard Special Provision Update
April 19, 2013

2010 SSPs used with 2010 Standard Plans:
	SSPNo
	Effective Date
	Description
	Update



	SN-001
	C04-19-13
	--
	Canceled

	SN-002
	C04-19-13
	--
	Canceled

	SN-008
	C04-19-13
	Special Notice
	Canceled

	STDPLN
	A04-19-13
	Standard Plans List
	Revised the Standard Plans List to coincide with the Revised Standard Plans for the 2010 Standard Plans Erratum No. 6 and to modify the instructions to allow standard plans to be listed on structure plans.

	RSS
	A04-19-13
	
	The following sections were revised:
1-1.06
6-2.05C
10
12-3.03B, 12-4.03
13-1.01A, 13-1.01D(3)(c), 13-2.01B, 13-3.01B(2)(a), 13-3.01B(6)(c), 13-3.01C(1), 13-3.01C(3), 13-3.03C, & 13-4.03C(3)
15-4.01A(2), 15-5.01C(4), 15-5.03B, 15-5.06C(1), 15-5.06C(2), 15-5.06D, & 15-5.09
19-3.01A(2)(d), 19-3.03C, & 19-3.03D
21-1.03G
46-1.01C(2)
47-6.01C
48-2.01B, 48-2.01C(1), & 48-2.01D(2)
49-1.01C(2) & 49-2.04A(3)
50-1.01C(3)
51-1.01D(4), 51-1.01D(4)(a), 51-1.01D(4)(b), 51-1.01D(4)(d), 51-1.03F(5)(a), 51-1.03F(6), 51-2.01B(2), 51-2.01C, 51-2.02D(1)(c)(ii), 51-2.02D(3), 51-2.02E(1)(c),  51-2.02F(1)(c), & 51-4.01C(3)
55-1.01C(2)
56-3.01C(2), 56-3.02M(1), & 56-3.02M(3)
57-3.01C
58-4.01C
59-2.03C(2), 59-2.03C(2)(a), 59-2.03C(3), 59-2.03C(4), 59-5.01, 59-5.03, & 59-9.03
74-1.01C(3)
75-1.03A

	5-1.20A
	A04-19-13
	--
	Clarified instructions and column heading for location.

	8-1.04C
	A04-19-13
	
	Revised the instructions to include SWPPP as a
condition for use of delayed start SSP.

	10-1.02
	A04-19-13
	
	Deleted reference to the RSS.

	10-6.02
	A04-19-13
	
	New SSP for a water-filled cofferdam.

	12-3.06B(1)
	A04-19-13
	
	The Standard Plan sheets for traffic control systems (T-series) are being revised to conform with the 2012 California MUTCD.  Some of the changes to these sheets impacted sections of section 12 specifications.  Therefore, the revisions proposed are necessary so the specifications support the plans.

	12-4.02
	C04-19-13
	--
	Canceled. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.02_X1
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.02_X2
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.03
	C04-19-13
	--
	Canceled. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.03_X1
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.03_X2
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.04
	C04-19-13
	--
	Canceled. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.04_X1
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.04_X2
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05B
	C04-19-13
	--
	Canceled. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05B_X1
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05B_X2
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05C
	C04-19-13
	--
	Canceled. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05C_X1
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05C_X2
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05D
	C04-19-13
	--
	Canceled. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05D_X1
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05D_X2
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05E
	C04-19-13
	--
	Canceled. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05E_X1
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05E_X2
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05F
	C04-19-13
	--
	Canceled. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05F_X1
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05F_X2
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05G
	C04-19-13
	--
	Canceled. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05G_X1
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05G_X2
	A04-19-13
	--
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05H
	A04-19-13
	City Street Closures
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-4.05I
	A04-19-13
	Allowable Hours of Lane Closures for Concrete Slab and Approach Slab Replacement
	New SSP. Section 12-4, "Maintaining Traffic," specifications are currently available for statewide use.  However, the traffic conditions in District 7 are significantly different from the other districts and thus require a more customized version of the maintaining traffic specifications to function for their freeways.  Currently, District 7 is using an NSSP version of these specifications and is required to obtain NSSP approval from the SSP owner.
The maintaining traffic specifications for statewide use will be renamed as the "_X1" version and the new District 7 specifications will be the "_X2" version.

	12-5_X1
	A04-19-13
	Traffic Control System for Lane Closure
	The Standard Plan sheets for traffic control systems (T-series) are being revised to conform with the 2012 California MUTCD.  Some of the changes to these sheets impacted sections of section 12 specifications.  Therefore, the revisions proposed are necessary so the specifications support the plans.

	12-5_X2
	A04-19-13
	Traffic Control System for Lane Closure
	The Standard Plan sheets for traffic control systems (T-series) are being revised to conform with the 2012 California MUTCD.  Some of the changes to these sheets impacted sections of section 12 specifications.  Therefore, the revisions proposed are necessary so the specifications support the plans.

	12-5_X3
	A04-19-13
	Traffic Control System for Lane Closure
	Corrected the instructions in Par. 3 to delete Pars. 4-7 when Par. 3 is used.

	12-5_X4
	A04-19-13
	Traffic Control System for Lane Closure
	The Standard Plan sheets for traffic control systems (T-series) are being revised to conform with the 2012 California MUTCD.  Some of the changes to these sheets impacted sections of section 12 specifications.  Therefore, the revisions proposed are necessary so the specifications support the plans.

	14-11.03
	A04-19-13
	Material Containing Hazardous Waste Concentrations of Aerially Deposited Lead
	Corrected various references.

	14-11.08
	C04-19-13
	Disturbance of Existing Paint Systems on Bridges
	Canceled.  SSP clauses are no longer valid.

	14-11.09
	A04-19-13
	Treated Wood Waste
	Corrected the reference to the EPA Identification Number. Other changes made to comply with the 2010/15 Style Guide.

	15-2.04E
	A04-19-13
	Reconstruct Metal Bridge Railing
	Minor correction to change "sets" to "copies" for shop drawings.

	15-4.01C(1)
	A04-19-13
	--
	Correct style.

	15-5.01C(4)
	A04-19-13
	--
	 Added requirement that the removal of expansion dams comply with section 15-4, deleted the requirement to remove reinforced concrete by cold milling since this is not possible, clarified requirements for asphalt removal, corrected the requirements for mechanical mixers, deleted the requirement to pay for CIH by change order, and corrected 

	15-5.06
	A04-19-13
	--
	Added requirement that the removal of expansion dams comply with section 15-4, deleted the requirement to remove reinforced concrete by cold milling since this is not possible, clarified requirements for asphalt removal, corrected the requirements for mechanical mixers, deleted the requirement to pay for CIH by change order, and corrected 

	15-5.09A
	A04-19-13
	
	New SSP for polyester concrete expansion dam work performed within 100 feet of a residence, business, or public space.

	15-6.06
	A04-19-13
	Welded Steel Pipeliners
	Corrected the copper content from a maximum to the minimum.

	15-6.11
	A04-19-13
	Cured-in-place Pipeliners
	Eliminated requirement for UV insensitivity to be consistent with other types of pipeliners.

	19-10
	A04-19-13
	Subgrade Enhancement Geogrid
	New SSP for subgrade enhancement geogrid

	25-1
	A04-19-13
	
	Section 25-1. New SSP combining 2 section 25 SSPs.

	25-1.02
	C04-19-13
	
	SSP canceled. Incorporated into SSP 25-1.

	25-1.02D
	C04-19-13
	
	SSP canceled. Incorporated into SSP 25-1.

	30-4
	A04-19-13
	Full-Depth Reclamation-Cement
	New SSP to use the existing the roadway structure to construct a new base.

	37-2
	A04-19-13
	Seal Coats
	Revised to include definition and testing for two descending viscosities.

	37-4
	A04-19-13
	--
	Revised to correct a section reference number. Other corrections made to comply with the Style Guide.

	39-1.01
	A04-19-13
	--
	Minor revision to clarify the instructions for paragraphs 3 and 5. The QC/QA construction process cannot be used for HMA-O, RHMA-O, and RHMA-O-HB. 

	39-1.03B
	A04-19-13
	--
	Revised to clarify the instructions for use. 

	39-1.12
	A04-19-13
	--
	Revised to include the require for collecting profiling data under AASHTO R 56 and analyzing data with 250 mm and IRI filters. Other minor revisions to comply with Style Guide and to clarify requirements were done throughout. 

	39-1.18
	A04-19-13
	--
	Revised to clarify the instructions. The instruction to use with QC/QA were misleading. This SSP is to be used if treatment of the aggregate is necessary. Other corrections were done to comply with the Style Guide.

	39-1.19
	A04-19-13
	--
	Revised to clarify the instructions. The instruction to use with QC/QA were misleading. This SSP is to be used if treatment of the aggregate is necessary. Other corrections were done to comply with the Style Guide.

	39-1.20
	A04-19-13
	--
	Revised to clarify the instructions. The instruction to use with QC/QA were misleading. This SSP is to be used if treatment of the binder is necessary. Other corrections were done to comply with the Style Guide.

	39-1.31
	A04-19-13
	Warm Mix Asphalt Technology Option
	Revised to clarify the role of the technical representative. Other minor revisions to comply with the Style Guide were done throughout.

	39-1.32
	A04-19-13
	Hot Mix Asphalt with Warm Mix Asphalt Technology
	Revised to clarify the role of the technical representative. Other minor revisions to comply with the Style Guide were done throughout.

	39-1.33
	A04-19-13
	Hot Mix Asphalt Open Graded Friction Course with Warm Mix Asphalt Technology
	Revised to clarify the role of the technical representative. Other minor revisions to comply with the Style Guide were done throughout.

	39-6
	A04-19-13
	--
	Revised to clarify the lead instructions for use. 

	40-1
	A04-19-13
	
	Corrected smoothness specifications. For verification testing, corrected the test surface from AC to concrete. Added requirement to collect data under AASHTO 56-10. Clarified requirement to perform analyses using 250 and IRI filters. Update includes various minor revisions.

	48-2.03A
	A04-19-13
	Falsework for Multiple Level Bridges
	Revised to parallel 2006 specification 51-351

	48-3
	A04-19-13
	Temporary Supports
	Revised shop drawing request for "copies" not "sets" of drawings.

	48-5
	A04-19-13
	Jacking Superstructure
	Revised shop drawing request for "copies" not "sets" of drawings.

	49-5
	A04-19-13
	--
	Terminology is made consistent to refer to welded pipe connections as "splices" and threaded pipe connections as "joints." "HS steel bar is changed to "HS thread bar" to match the terminology used on plans. Instructions are added to facilitating editing if splices or joints are not allowed.

	50-1.01C(3)
	A04-19-13
	--
	For submittals changed the request for "sets" to "copies" 

	51-1.03F(5)(b)(i)
	A04-19-13
	--
	Addresses the roadway surface texture of all possible concrete structures.

	51-3.03
	A04-19-13
	--
	Revised shop drawing request for "copies" not "sets" of drawings.

	51-4.01C(2)
	A04-19-13
	--
	Revised request for shop drawing "sets" to "copies"

	55-3
	A04-19-13
	Prestress Steel Girders
	Minor revision to paragraph instruction to clarify editing instructions when bearing-type connections are not used. Also to clarify new steel components must be galvanized if they are installed before they are painted.

	56-3
	A04-19-13
	--
	Moved SSP content related to painting sign structures to the new SSP 59-5.03.

	59-2.01A
	A04-19-13
	Bridge Painting Description
	Revisions made to reword work descriptions for clarity, insert coating systems, and add a paragraph for structures that are cleaned but not painted. Minor revision to SSP instruction.

	59-2.01C(2)
	A04-19-13
	Mandatory SSPC-QP Certification
	Minor revision to the SSP instruction for clarity.

	59-2.01D(1)
	A04-19-13
	SSPC-QP Certification Waiver
	Minor revision to clarify that SSPC-QP 2 applies to removing hazardous paint. This is consistent with SSPC-QP 2 and Std. Spec section 59-2.01D(1).

	59-2.03A
	C04-19-13
	Existing Contact Surfaces
	Canceled. Requirements for paint removal at connections moved to SSP 59-2.03B(2)(a)

	59-2.03B(2)(a)
	A04-19-13
	Solvent Cleaning Bolt Holes
	Moved content from SSP 59-2.03A here to keep all special cleaning requirements in one location.  Minor revisions to SSP instructions.

	59-2.03B(2)(b)
	A04-19-13
	100% Paint Removal Existing Bridge
	Minor revision to reword SSP to match the terminology used in SSP 59-2.01A and in section 59-2.03B(2)(b)

	59-2.03C(2)(b)(iii)
	A04-19-13
	Special Finish Coat Requirements
	Minor revision to SSP for clarity. Deleted the paragraph that is not applicable for zinc coating.

	59-2.03C(4)
	A04-19-13
	--
	Moved the requirements from SSP 59-2.03C(2)(b)(iii) that apply to State Specification PWB coating systems here.

	59-3.03
	A04-19-13
	Finish Coating Gavanized Surfaces
	Added the bridge number for the galvanized surface that the special finish coat requirements apply to.

	59-4.03
	A04-19-13
	
	New SSP to be used to specify the color the timber is to be painted.

	59-5.01
	A04-19-13
	
	New SSP to add SSPC_QP 3 if the area of sign structures to be painted in a shop is greater than 500 sq ft.

	59-5.03
	A04-19-13
	
	New SSP that contains the content related to painting that was originally in SSP 56-3. Minor changes also made to allow modification of the 1st finish coat color.

	59-7
	A04-19-13
	Acid Staining Concrete
	Deleted a reference that was included due to a plain language conversion error.

	59-9.01
	A04-19-13
	Painting Steel Soldier Piling
	Minor modifications to the paragraph instructions to match the similar paragraph instructions in SSP 59-2.01D.

	59-10
	A04-19-13
	Thermal Spray Coating Structural Steel
	Adds instruction to delete Carboline Rustbond or Rustbond FC seal coat as an option if a green finish coat is not desired, since the color of these seal coats is green.

	65-2
	A04-19-13
	--
	Specification incorporates SSP 65-2.02A using cementitious material for corrosive environments and SSP 65-2.03B which include requirements excavation in rock in addition to using air-entrained certified wet-cast RCP in freeze-thaw environment.

	65-2.02A
	C04-19-13
	--
	Canceled Spec.  This specification was incorporated into 65-2.

	65-2.03B
	C04-19-13
	--
	Canceled Spec. This specification was incorporated into SSP 65-2

	76-1
	A04-19-13
	General
	Revised request for product data from "sets" to "copies".

	83-2.02E(5)
	A04-19-13
	--
	Minor revision. Corrected mailing addresses for Capitol Barricade and Energy Absorption Systems.

	84-6
	A04-19-13
	
	Added a reference to the RSS for 84-6 in the introduction.

	86-2.06
	A04-19-13
	--
	Added a reference to the RSS in the introduction and corrected the title of the ANSI specification.

	86-8.01
	C04-19-13
	--
	The payment clauses are not needed.  The Source Inspection Expense Deduction table is in section 6-3.05B.

	99-16050
	A04-19-13
	Basic Materials and Methods
	Corrected the mounting heights for thermostats and wall switches.



