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Section 39-1.01. Use for HMA Type A, HMA Type B, HMA-O, RHMA-G, RHMA-O, or RHMA-O-HB. For HMA Type A, HMA Type B, or RHMA-G, include SSP 39-1.31.
Delete the nonapplicable pars.
Fill in the construction process to be used (Method, Standard, or QC/QA). Edit for multiple methods. Use:
1. Method construction process on small volume projects, miscellaneous areas, and areas inaccessible to spreading and rolling equipment
2. Standard construction process on thin HMA blankets in traffic lanes or projects that do not meet the criteria for Method or QC/QA
3. QC/QA construction process on projects containing at least 10,000 tons of HMA Type A, Type B, or RHMA-G

Add to section 39-1.01:
1. Use for HMA Type A.
Produce and place HMA Type A under the _____ construction process.
2. Use for HMA Type B.
Produce and place HMA Type B under the _____ construction process.
3. Use for HMA-O. Do not specify QC/QA construction process.
Produce and place HMA-O under the _____ construction process.
4. Use for RHMA-G.
Produce and place RHMA-G under the _____ construction process.
5. Use for RHMA-O or RHMA-O-HB. Edit for HB. Delete the 1st blank if RHMA-O-HB is not used. Do not specify QC/QA construction process.
Produce and place RHMA-O-__ under the ______ construction process.

