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Section 59-2.01D(1). Use for waiving the proof of SSPC-QP certifications listed in SSP 59-2.01C(2).

Add to section 59-2.01D(1):
1. Use if the area to be painted in the field is 30,000 sq ft or less. Delete SSPC-QP 1 from SSP 59-2.01C(2) if this paragraph is used.
Instead of submitting proof of the certification complying with SSPC-QP 1, you may submit documentation with the painting quality work plan showing compliance with the requirements in section 3 of SSPC-QP 1.
2. Use if the area of hazardous paint to be removed is 500 sq ft or less. Delete SSPC-QP 2, Category A from SSP 59-2.01C(2) if this paragraph is used.
Instead of submitting proof of the certification complying with SSPC-QP 2, you may submit documentation with the painting quality work plan showing compliance with the requirements in sections 4.2 through 4.4 of SSPC-QP 2, Category A.
3. Use if the area to be painted in a shop is 500 sq ft or less. Delete AISC-420-10/SSPC-QP 3 (Enclosed Shop) from SSP 59-2.01C(2) if this paragraph is used.
Instead of submitting proof of the certification complying with AISC-420-10/SSPC-QP 3 (Enclosed Shop), you may submit documentation with the painting quality work plan showing compliance with the requirements in sections 5 through 18 of AISC-420-10/SSPC-QP 3.
