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Section 13-3. Use for all SWPPP projects.
For all SWPPP projects, include the following bid items:
	130300 Prepare Storm Water Pollution Prevention Plan
	130330 Storm Water Annual Report
For projects subject to the NPDES General Permit with risk level 2 or 3 and for projects in the Lake Tahoe Hydrologic Unit, include the following additional bid item items:
	130310 Rain Event Action Plan
	130320 Storm Water Sampling and Analysis Day
For all SWPPP projects, include supplemental funds under BEES item 066597 Storm Water Sampling and Analysis.

1. Use for projects subject to the NPDES General Permit. Insert risk level 1, 2, or 3 as determined for the project. Consult with the District/Regional Storm Water Coordinator for risk level determination.
Add to section 13-3.01A:
The project is risk level _____.

2. Use if stormwater is regulated under a project-specific or RWQCB general permit (other than the Lake Tahoe regional general permit or the NPDES general permit). Insert the RWQCB name that issued the permit, permit title, permit number, and address where a copy of the permit is available. Edit as necessary.
To determine if a project-specific or RWQCB general permit applies to the project, contact the applicable RWQCB. Contact information for the RWQCBs is available on the SWRCB Web site at http://www.waterboards.ca.gov/water_boards.shtml.
Replace the 4th paragraph in section 13-3.01A with
Discharges of stormwater from the project must comply with the permit issued by the ___ RWQCB for National Pollutant Discharge Elimination System (NPDES) Permit ___, Permit No. ___. The ___ RWQCB permit governs stormwater and nonstormwater discharges resulting from construction activities in the project area. The ___ RWQCB permit may be viewed at _____.

Pars. 3–18. Use for projects in the Lake Tahoe Hydrologic Unit subject to the Tahoe NPDES General Permit for Discharges of Storm Water Runoff Associated with Construction Activity Involving Land Disturbance in the Lake Tahoe Hydrologic Unit – El Dorado, Placer, and Alpine Counties, (Board Order No. R6T-2011-0019, Updated Waste Discharge Requirements and NPDES No. CAG616002).
3
Delete "for a risk level 2 or risk level 3 project" and "for a risk level 3 project" at every occurrence in section 13-3.

Replace the 4th, 5th, and 6th paragraphs in section 13-3.01A with:
4
Discharges of stormwater from the project must comply with NPDES General Permit for Discharges of Storm Water Runoff Associated with Construction Activity Involving Land Disturbance in the Lake Tahoe Hydrologic Unit – El Dorado, Placer, and Alpine Counties, (Board Order No. R6T-2011-0019, Updated Waste Discharge Requirements and NPDES No. CAG616002) referred to herein as "Permit." The Lake Tahoe regional general permit may be viewed at the Web site for the State Water Resources Control Board, Storm Water Program, Lahontan Region General Permits.
5
Whenever a qualifying rain event produces runoff, sampling and analysis work must comply with the Construction Site Monitoring and Reporting Program (CSMRP).
6
A storm water annual report must cover the preceding period from October 16th to October 15th.

7
Replace item 3 in the list in the 2nd paragraph of section 13-3.01B(2)(a) with:
3.	CSMRP


8
Replace the 3rd paragraph of section 13-3.01B(2)(a) with:
Include the following items in the SWPPP:
1.	Schedule
2.	CSMRP
3.	REAP
4.	Adherence to effluent standards for NALs and NELs


Replace section 13-3.01B(2)(b) with:
9
13-3.01B(2)(b)  Construction Site Monitoring and Reporting Program
The QSD must prepare a CSMRP as part of the SWPPP. The CSMRP must be developed before starting job site activities and be revised to reflect current construction activities as necessary.
10
The CSMRP must include:
1.	Purpose
2.	Visual monitoring inspections including procedures
3.	Water quality sampling and analysis including:
3.1.	Visual monitoring procedures
3.2.	SAP for nonvisible pollutants
3.3.	SAP for nonstormwater discharges
3.4.	SAP for monitoring required by RWQCB
3.5.	SAP for pH and turbidity
3.6.	SAP for temporary active treatment systems
4.	Watershed monitoring option
5.	Quality assurance and quality control
6.	Reporting requirements and records retention
7.	Noncompliance reporting
8.	Annual report
9.	Final report


Replace the 1st and 2nd paragraphs in section 13-3.01B(7) with:
11
Submit a REAP whenever the National Weather Service is predicting a storm event in the form of rainfall with at least a 30 percent probability in the project area within 72 hours.
12
The WPC manager must submit a REAP at least 24 hours before a forecasted storm event for construction activities occurring:
1.	Between May 1 and October 1
2.	During periods when construction activity is conducted under a variance to the land disturbance prohibition of the Permit


13
Replace the 1st sentence in the 1st paragraph of section 13-3.01B(8) with:
Submit the storm water annual report before October 31st if construction occurs from October 16th through October 15th or within 15 days after Contract acceptance if construction ends before October 15th.

14
Delete the 6th paragraph of section 13-3.01C(1).

15
Replace the 1st paragraph in section 13-3.01C(2) with:
NALs must comply with the values shown in the following table:
	Numeric Action Levels

	Parameter
	Test method
	Detection limit (min)
	Unit
	Value

	pH
	Field test with calibrated portable instrument
	0.2
	pH
	Lower NAL = 6.0
Upper NAL = 9.0



16
The daily average sampling results must not exceed the NAL for pH.

17
Replace the paragraphs in section 13-3.01C(3) with:
NELs comply with the values shown in the following table:
	Numeric Effluent Limits

	Parameter
	Test method
	Detection limit (min)
	Unit
	Value

	Turbidity
	Field test with calibrated portable instrument
	1
	NTU
	20 NTU max



18
The storm event daily average for storms up to the 20-year, 1-hour storm must not exceed the NEL for turbidity.
