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Section 20-2.07. Use for irrigation controllers.

Add to section 20-2.07B(2)(a) of the RSS for section 20:
1. Edit for number of remote access devices.
Before the irrigation system functional test begins, furnish _____ remote access devices.
Pars. 2–5. Use for RICS. Obtain PIF for sole source.
2. Enter manufacturer name. Enter the type of communication required (cell phone, telephone, fiber optics, etc).
The irrigation controllers within Department highway areas must be ___________________ and must have 2-way communication by _________________________. The vendor must install any necessary software and conduct any initial software or proprietary website setup configuration for communications between controller and any web-enabled device.
3. Enter company information.
You may obtain specified equipment listed below from:
Company:
Address:
Business phone number:
Mobile phone number:
Email address:

4. Enter controller information in the table. Add columns and rows as required.
The Department has obtained quoted prices excluding sales tax and delivery for the equipment shown in the following table:
	Equipment description
	Quoted price
	Quantity
	Extended price
	Controller identification

	
	$
	
	$
	

	
	
	
	
	

	
	
	
	
	



5. Enter month, day, and year.
These prices are good until___________.

6. Edit for type of cabinet materials and color as required to conform to District standard.
Replace item 1 in list in the 1st paragraph of section 20-2.07B(3) of the RSS for section 20 with:
1.	Be cold-rolled steel or aluminum. The finish color of the irrigation controller enclosure cabinets must match color no. 20450 of FED-STD-595.


7. Use to limit the type of mounting panel to be used. Edit as needed.
Delete items 2.___ in the list in the1st paragraph of section 20-2.07B(3) of the RSS for section 20.

8. Use if Department standard lock core door lock system is required.
Replace item 6 in the list in the 1st paragraph in section 20-2.07B(3) of the RSS for section 20 with:
6.	Have door locks with a removable-core mortise cam cylinder door lock compatible with the Department's lock core. The Department's lock core is a "Best" construction core. Keys must be removable from the locks in the locked position only. Install door locks in conformance with the manufacturer's written instructions and recommendations. Furnish 2 keys for each door lock to the Engineer.


Add to section 20-2.07B(3) of the RSS for section 20:
9. Use for single irrigation controllers. Add dimension requirements.
A single irrigation controller enclosure cabinet must be ___ inches high by ___ inches wide by ___ inches deep.
10. Use for double irrigation controller. Add dimension requirements.
A double irrigation controller enclosure cabinet must be ___ inches high by ___ inches wide by ___ inches deep.
