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86-3.02. Use if a battery backup system is included for traffic control signals. May be used for other applications using a Model 332L or 334L cabinet and a maximum load of 1,000 W.

1. Use if the Department assembles the battery backup system.
Replace the 1st paragraph of section 86-3.02A(1) with:
This work includes installing a battery backup system. Comply with TEES.

2
Add to section 86-3.02A(2):
Submit the manufacturer's warranty documentation before installing the batteries.

3. Edit for the location of the District's electrical shop.
Add to section 86-3.02A(3):
Batteries must have a 5-year manufacturer's warranty against defects in materials and workmanship. The warranty period starts on the date of Contract acceptance. Provide replacement batteries within 5 business days after notification of failed batteries. The Department pays to ship the failed batteries. Deliver replacement batteries to the District Maintenance Electrical Shop at:
	




4. Edit for number of batteries requested. Use 4 batteries for traffic signals that need 2 hours of backup operations. Use 8 batteries for traffic signals that need up to 4 hours of backup operations. For other application types, specify the number of batteries needed.
Add to section 86-3.02B:
The external cabinet must be capable of housing:
1.	___ batteries
2.	Inverter/charger unit
3.	Power transfer relay
4.	Manually-operated bypass switch
5.	Required control panels
6.	Wiring and harnesses


Pars. 5–9. Use for a cabinet type other than Model 332L. Edit for the cabinet type.
5
Replace the 3rd, 5th, and 7th paragraphs of section 86-3.02B with:
Dimensions and details for the external cabinet, for attaching the external cabinet to the Model _____ cabinet, and for wiring the Department-furnished equipment are available in the Information Handout or as shown.
6
The external cabinet must be ventilated by using louvered vents, a filter, and a thermostatically controlled fan. The fan must be AC-operated from the same line output as the Model _____ cabinet. Provide 10 feet of connected hookup wire and a 2-position terminal block on the fan panel.
7
The external cabinet must include all bolts, washers, nuts, and cabinet-to-cabinet coupler fittings necessary for mounting it to the Model _____ cabinet.

Replace the RSS for section 86-3.02B with:
8
The couplings for the external cabinet and Model _____ cabinet must include a conduit for power connections between the 2 cabinets. Couplings must include:
1.	2-inch nylon-insulated steel chase nipple
2.	2-inch sealing, steel locknut
3.	2-inch nylon-insulated steel bushing


9
Replace the paragraph in section 86-3.02C with:
Mount the external cabinet to either the left or right side of the Model _____ cabinet. The typical side-mounting location of the external cabinet is flush with the bottom of the Model _____ cabinet and approximately equidistant from the edges of the front and rear doors.

10. Use if the Department assembles the BBS.
Add to section 86-3.02C:
The Department assembles the BBS.
