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Standard Special Provision Update
July 18, 2014

2010 SSPs used with 2010 Standard Plans:
	SSPNo
	Effective Date
	Description
	Update



	StdPln
	A07-18-14
	Standard Plans List
	Revised the Standard Plans List to coincide with the Revised Standard Plans for the 2010 Standard Plans Erratum No. 10.

	RSS
	A07-18-14
	
	Section 47-2.02E. Revised the wording to work with the new referenced ASTM. Added a missing requirement for soil reinforcement.
Section 49-3.02C. Describe a 10-foot slurry head to maintain stability of a hole during drilling.
Section 51-1.03F(5)(b)(i). Fully described when approach slabs need a texture.
Section 52-1.03D. Revised the wording for spiral reinforcement termination and splicing due to MTD 20-9.
Section 52-5.01D. Added missing Department acceptance language for headed bar reinforcement.
Section 80-3. Replaced references to obsolete CTM 674 with strength requirements for posts and braces in ASTM F1043 and AASHTO M 181.
Section 83-1.02B. Revised the specifications to be consistent with Standard Plans A77U1/2 and A77V1/2, which have a call out describing three options:  drilling, forming using metal sleeves, and forming using PVC sleeves.
Section 83-1.02D(1). Clarified that posts are only plumb transverse to the profile grade. Replaced the term "vertical" with more accurate term "plumb."
Section 83-1.02DG2). Revised specifications per guidance from METS to require that studs comply with clause 7 of AWS D1.1. 
Section 83-1.02G(2). Corrected the specification so that it applies to vertically curved rails, rather than horizontally curved rails, because it is supposed to refer to the downward curve at the end of the rail.

	12-3.19
	A07-18-14
	PORTABLE TRANSVERSE RUMBLE STRIPS
	All new SSP for portable transverse rumble strips. These rumble strips are to be used as part of a traffic control system for a one-way traffic control on a two-lane highway.

	15-5.05
	A07-18-14
	--
	Describe the test area for methacrylate and to allow 10 days for the Engineer to perform the coefficient of friction test on the test area.

	15-5.06
	A07-18-14
	--
	Describe the test area for polyester concrete overlay and to allow 10 days for the Engineer to perform the coefficient of friction test on the test area.

	49-2.01A(1)
	A07-18-14
	--
	Disallow alternative "W" piles in designated locations if the corrosion rate is higher than 0.001 inch per year.

	59-2.01A
	A07-18-14
	Bridge Painting Description
	Add instructions to require specification writer to describe any non structural steel elements such as steel grid deck, catwalks, walkways, control houses, etc., that must be painted.

	59-2.03B(2)(a)
	A07-18-14
	Solvent Cleaning Bolt Holes
	Added specifications to be used when it is desired to require steam cleaning for cleaning structural steel. Steam cleaning migh be specified in situations where exisitng structural steel has heavy dirt, grease, oil, or soot deposits that might not be removed by pressure washing.

	83-1.02B
	A07-18-14
	--
	Deleted the option of specifying plastic posts, because the plastic posts have not been tested with midwest guardrail systems.

	83-1.02B(2)
	A07-18-14
	
	New SSP for Type WB-31 transition railings.

	83-1.02D(2)

	A07-18-14
	--
	Added a note that was removed from the XS sheet. Deleted the requirement that nuts, bolts, and washers must not be painted.

	83-2.02D(1)_X1
	A07-18-14
	--
	Added a new paragraph to provide a way to include the cost of barrier textures in a barrier bid item.

	83-2.02D(1)_X2
	A07-18-14
	--
	Revised to require that Type K concrete barriers comply with the Type K temporary railing specifications and plans and to specify that the entire barrier remains in place/



