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Section 20-2.03B. Use (1) if no backflow preventer blankets are required, (2) to specify the color of the blankets, or (3) to specify the color of the backflow preventer enclosures.

1. Use if a backflow preventer blanket is not required.
Delete item 2 in the list in the 1st paragraph of section 20-2.03B(1) of the RSS for section 20.

2. Use to specify the color of the backflow preventer blanket. Insert the color.
Add to section 20-2.03B(3) of the RSS for section 20:
The color of the backflow preventer blanket must be ____________.

3–5. Use if a powder coated steel backflow preventer enclosure is required.
3
Replace item 1 in the list in the 1st paragraph of section 20-2.03B(4) of the RSS for section 20 with:
1.	Be hot-dipped galvanized steel


4. Use to specify the standard color for powder coated backflow preventer enclosure. Delete par 5.
Add to the list in the 1st paragraph of section 20-2.03B(4) of the RSS for section 20:
7.	Be powder coated by the manufacturer to match color no. 20450 of FED-STD-595


5. Use to specify a different color for powder coated backflow preventer enclosure. Enter the number of the color required. Delete par 4.
Add to the list in the 1st paragraph of section 20-2.03B(4) of the RSS for section 20:
7.	Be powder coated by the manufacturer to match color no. _____ of FED-STD-595

