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Section 36-2. Use for base bond breaker between concrete pavement and concrete bases.

Replace "Reserved" in the RSS for section 36-2 with:
36-2.01  GENERAL
36-2.01A  Summary
Section 36-2 includes specifications for applying or placing a base bond breaker between a base and concrete pavement.
36-2.01B  Definitions
Not Used
36-2.01C  Submittals
Submit a certificate of compliance for each shipment of base bond breaker material delivered.
36-2.01D  Quality Control and Assurance
Not Used
36-2.02  MATERIALS
The base bond breaker must be one of the following:
	Base bond breaker no.
	Description

	1
	PG asphalt binder, Grade PG 64-10

	2
	Curing compound no. 3

	3
	White opaque polyethylene film under ASTM C171 except the minimum thickness must be 6 mils

	4
	White curing paper under ASTM C171

	5
	Geosynthetic bond breaker



36-2.03  CONSTRUCTION
36-2.03A  General
Before placing base bond breaker, remove foreign and loose materials from the base.
Do not place a base bond breaker until the base has cured.
Pave over the base bond breaker within 72 hours of placing it.
36-2.03B  Applying and Placing Base Bond Breaker
Select a bond breaker to apply or place over the base material as shown in the following table:
	Base material
	Bond breaker no.

	LCB
	1, 2, 5

	Concrete base
	

	LCB rapid setting
	3, 4, 5

	RSC base
	

	CTPB
	

	Existing base
	



Apply base bond breaker no. 1 in a single application at a uniform rate from 0.09 to 0.15 gal/sq yd over the entire surface of the base. Cure for at least 4 hours before paving.
Mix base bond breaker no. 2 as specified for mixing curing compound for concrete. Apply the bond breaker in one or more applications to achieve a coverage rate of at least 0.12 gal/sq yd over the entire surface of the base. Cure for at least 4 hours before paving.
Place base bond breakers no. 3 and 4 without wrinkles. Overlap adjacent sheets a minimum of 6 inches in the same direction as the concrete pour. Tape or bond the sheets together as needed to prevent the sheets from folding or wrinkling. Secure the bond breaker such that it remains in place during concrete placement. Ensure that no concrete gets under the bond breaker.
Place base bond breaker no. 5 without wrinkles. Overlap adjacent sheets a minimum of 8 inches in the same direction as the concrete pour. Overlap no more than 3 layers at any location. Secure the base bond breaker to the base with pins or nails punched through galvanized washers or discs from 2 to 2.75-inches in diameter. Place fasteners less than 3 feet apart along the edges and 6 feet apart elsewhere. If the bond breaker moves or wrinkles during concrete pavement placement, use more fasteners at a smaller spacing. Ensure that no concrete gets under the bond breaker.
36-2.04  PAYMENT
The payment quantity for base bond breaker does not include the quantity used for overlaps.

