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Section 41-4. Use if (1) spalls are repaired prior to overlay or on Maintenance and CAPM projects when requested by the District Maintenance Engineer, and (2) fast-setting concrete is required at all or some locations.

Pars. 1–3. Use if fast-setting concrete is used at all locations.
1
Delete the 1st paragraph in section 41-4.02 in the RSS for section 41.

2
Replace the 3rd paragraph of section 41-4.02 in the RSS for section 41with:
Form board must be single-wall double-face corrugated cardboard, paperboard or expanded polystyrene. Cardboard and paperboard must be covered with a bond breaker on each face. For existing joints or cracks less than 45 mils wide, use paperboard.

3
Replace the 2nd paragraph of section 41-4.03A in the RSS for section 41 with:
Repair spalls using fast-setting concrete.

Pars. 4–6. Use if both fast-setting and polyester concrete are used.
4
Replace the 3rd paragraph of section 41-4.02 in the RSS for section 41 with:
Form board must be single-wall double face corrugated cardboard, paperboard or expanded polystyrene. Cardboard and paperboard must be covered with a bond breaker on each face. For existing joints or cracks less than 45 mils wide, use paperboard. Do not use expanded polystyrene material where polyester concrete is used.

5. Insert locations.
Replace the 2nd paragraph of section 41-4.03A in the RSS for section 41 with:
Repair spalls using fast-setting concrete at the following locations:
1.	____________
2.	____________
3.	____________

6. Insert locations.
Repair spalls using polyester concrete with a HMWM bonding agent at the following locations:
1.	____________
2.	____________
3.	____________

