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Section 73-5. Use for parking bumpers.

Replace section 73-5 with:
73-5  PARKING BUMPERS
73-5.01  GENERAL
73-5.01A  Summary
Section 73-5 includes specifications for constructing parking bumpers.
Section 90 does not apply to concrete for parking bumpers.
73-5.01B  Definitions
Not Used
73-5.01C  Submittals
Submit product data for parking bumpers.
73-5.01D  Quality Control and Assurance
Not Used
73-5.02  MATERIALS
Parking bumpers must be steel-reinforced PC units. Concrete must be air entrained and have a minimum compressive strength of 4,000 psi.
Each unit must be from 4 to 6 inches high, from 6 to 9 inches wide, and from 6 to 8 feet long. All units for a project must be the same size.
Each unit must have chamfered corners, transverse drainage slots on the underside, and at least 2 factory-formed or drilled vertical holes through the parking bumper for anchoring it to the substrate.
The units must be free of pockets, sand streaks, honeycombs, and other obvious defects. Corners must be uniform, straight, and sharp.
Mounting hardware must be galvanized steel.
73-5.03  CONSTRUCTION
Verify that pavement is in suitable condition to start installation under the manufacturer’s instructions.
Proceed with installation only after unsatisfactory conditions have been corrected.
Install parking bumpers under the manufacturer’s instructions.
73-5.04  PAYMENT
Not Used
