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Section 12-3.36. Use for portable transverse rumble strips for a lane closure on a 2-lane conventional highway.

Replace Reserved in section 12-3.36 with:
12-3.36A  General
12-3.36A(1)  Summary
Section 12-3.36 includes specifications for placing portable transverse rumble strips.
12-3.36A(2)  Definitions
Not Used
12-3.36A(3)  Submittals
Submit a copy of the manufacturer's instructions.
12-3.36A(4)  Quality Assurance
Not Used
12-3.36B  Materials
The strip must be either the RoadQuake 2 or the RoadQuake 2F Folding Temporary Portable Rumble Strip manufactured by Plastic Safety Systems, Inc. For information on obtaining the rumble strips, contact:
	CUSTOMER SERVICE
PLASTIC SAFETY SYSTEMS, INC.
2444 BALDWIN RD
CLEVELAND, OH  44104

Telephone no.: (800) 662-6338 or (216) 231-8590



12-3.36C  Construction
Place portable transverse rumble strips before closing the lane to traffic.
For a RoadQuake 2 rumble strip, securely connect the 3 sections under the manufacturer’s instructions before placing them in the traffic lane.
Remove all portable transverse rumble strips and warning signs before opening the lane to traffic.
If the Engineer determines that the portable transverse rumble strips no longer provide audible and vibratory alerts, replace them.
12-3.36D  Payment
Not Used
