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Section 12-4.02C(3)(n). Use for concrete slab and approach slab replacement work in District 7.
Coordinate the opening time for the buffer lane with the lane requirement charts.
Use the median shoulder as a traffic lane if additional capacity is needed.
Use the carpool lane as a mixed flow lane if additional capacity is needed. Add extra PCMSs with the message:  ALL / TRAFFIC - CAN USE / CARPOOL / LANE.
Use a minimum of 6 hours for the total closure time for a slab replacement and 9 hours for an approach slab replacement. Comply with the established protocol. Use 8 hours for an approach slab requiring fast set concrete. Check with the project engineer.
Edit to include the closure of the on-connector or on-ramp upstream of the closure if necessary.
A PCMS is required if a delay is anticipated. 
Use as many tables as needed. For multiple tables, change table to tables.

Replace Reserved in section 12-4.02C(3)(n) with:
Comply with the lane closure requirements for concrete slab and approach slab replacement work shown in the following table:
	Table __

	Lane Closure Hours for Concrete Slab and Approach Slab Replacement Work 

	Location: _______________________________

	Slab or lane number 
replaced
	Lane number 
closed
	Remove, replace, and cure slabs

	
	
	Closure hours

	
	
	______ Friday to _____ Saturday

	
	
	______ Saturday to _____ Sunday

	
	
	______ Friday to _____ Saturday

	
	
	______ Saturday to _____ Sunday

	
	
	______ Friday to _____ Saturday

	
	
	______ Saturday to _____ Sunday

	
	
	______ Friday to _____ Saturday

	
	
	______ Saturday to _____ Sunday

	Slab or lane number 
replaced
	Other closure requirements

	

	

	

	

	

	

	

	

	Delete the note if the shoulder slabs are not replaced.

	NOTE: Median or outside shoulder slabs may be reconstructed concurrently with the adjacent freeway slab.



