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Section 13-8.01. Use (1) for the Contractor to obtain special orders or permits for operating a temporary ATS or (2) for a project in the Lake Tahoe Hydrologic Unit that may discharge into surface waters.

1. Insert the required orders, permits, etc. Edit as necessary to suit the project conditions.
Replace the 2nd sentence of the 2nd paragraph of section 13-8.01A with:
[bookmark: _GoBack]Obtain a ___, ___, and ___ if uncontaminated groundwater, stormwater, or both are discharged to a publicly owned treatment works.

2. Use for a project requiring a SWPPP in the Lake Tahoe Hydrologic Unit subject to the Tahoe NPDES General Permit (1) if a bid item for a temporary ATS is used and (2) there is a potential for a discharge into surface waters.
[bookmark: _Toc387062301]Replace section 13-8.01C(6) with:
[bookmark: _Toc387062302][bookmark: _Toc387063565][bookmark: _Toc387063851]13-8.01C(6)  Quality Control Plan
Submit a QC plan within 20 days of Contract approval. The plan must include:
1.	Calibration methods and frequencies for all system and field instruments
2.	Method detection limits for each residual coagulant measurement method and acceptable minimum limits for each method specific to individual coagulants
3.	Requirements for monthly laboratory duplicates for residual coagulant analysis

