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Section 19-3.04. Use for structure excavation and backfill payment clauses.

Add to section 19-3.04:
1. Use for bridge and retaining walls where unstable material below the bottom of the footing is removed and replaced. Edit if the backfill is not Class 2 aggregate.
Class 2 aggregate base placed below footings is paid for as structure backfill.
2. Use when structure excavation (Type D) or (Type DH) is described for sometimes wet, or wet excavation, and no seal course is shown on the project. Insert type (e.g., D, DH). Do not use with par. 3.
Structure excavation for footings at locations not shown as structure excavation (Type __) and where ground or surface water is encountered is paid for as structure excavation (bridge).
3. Use when structure excavation (Type D) or (Type DH) is described for sometimes wet, or wet excavation, and no seal course is shown for that location but a seal course is shown at other locations. Insert type (e.g., D, DH). Do not use with par. 2.
Except at locations where seal course concrete is shown, structure excavation for footings at locations not shown as structure excavation (Type __) and where ground or surface water is encountered is paid for as structure excavation (bridge).
4. Use with SSP 19-3.03B(3) for pier column excavation.
Structure excavation (pier column) is measured from the bottom of the completed foundation excavation to the upper and horizontal limits shown.
5. Use if quantity of pervious backfill material is small. Small is considered to be about 50 cubic yards or less.
Pervious backfill material placed within the limits of payment for bridges is paid for as structure backfill (bridge). Pervious backfill material placed within the limits of payment for retaining walls is paid for as structure backfill (retaining wall).
6. Use if culvert drainage profiles are based on aerial surveys.
Replace the 2nd sentence in the 7th paragraph of section 19-3.04 with:
Structure excavation more than 1 foot from the depth shown is paid for as a work-character change if you request an adjustment or the Engineer orders an adjustment.
